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INDIAN RIVER JUVENILE
CORRECTIONAL FACILITY

2775 INDIAN RIVER RD. SW

BUILDING 1
BUILDING 2

KARL R.

TS.1 TITLE SHEET

A1.0 CODE DATA PLAN (FOR REFERENCE ONLY)
A1.1 DEMOLITION AND FLOOR PLANS

A1.2 PHASING PLANS

A2.0 INTERIOR ELEVATIONS

A3.0 SCHEDULES AND DETAILS

P1.0 PLUMBING DEMO PLAN, FLOOR PLAN AND NOTES.
P1.1 PLUMBING ISOMETRICS
P1.2 PLUMBING SPECIFICATIONS AND NOTES

M1.0 MECHANICAL DEMO PLAN, FLOOR PLAN AND NOTES.
E1.0 ELECTRICAL DEMO PLAN, FLOOR PLAN AND NOTES.

OHIO BUILDING CODE PLAN REVIEW INFORMATION

GOVERNING CODE: LATEST EDITION OF THE 2011 OHIO BUILDING CODE.
USE GROUP CLASSIFICATION: I-3

CODE DATA FROM EXISTING BUILDING IS PROVIDED ON SHEET A1.0
FOR REFERENCE ONLY.

CONSTRUCTION CLASSIFICATION: 2B
RENOVATION WORK AREA SQUARE FOOTAGE: 300 SQ. FT.
TOTAL BUILDING OCCUPANCY: NO CHANGES
SUMMARY OF WORK FOR THIS PROJECT:
INTERIOR RENOVATIONS TO EXISTING BUILDING.
MODIFICATIONS TO EXISTING RESTROOM AND SHOWER

ROOM ON THE FIRST FLOOR OF BUILDING B INVOLVING
MINOR ARCHITECTURAL AND PLUMBING WORK.
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KARL R. ROHRER ASSOCIATES INC.

FIRE RESISTANCE CONSTRUCTION

* TYPE OF CONSTRUCTION: 2B NONCOMBUSTIBLE /UNPROTECTED
* RATING REQUIREMENTS  REQUIRED PROVIDED

STRUCTURAL FRAME 0 0
BEARING WALLS
EXTERIOR 0 0
INTERIOR 0 0
NONBEARING WALLS
EXTERIOR 0 0
INTERIOR 0 0
FLOOR CONSTRUCTION 0 0
ROOF CONSTRUCTION 0 0
FIRE SEPARATION ASSEMBLY
EXIT CORRIDORS 1 1
MIXED USE 2 2
OTHER—-SPECIFY
FIRE WALLS 3 3

* THE BUILDING IS EQUIPPED WITH AN AUTOMATIC FIRE SUPPRESSION/SIGNALING SYSTEM THROUGHOUT.

* FIRE EXTINGUISHERS ARE PROVIDED AS REQUIRED.

* NO FIRE RESISTANCE RATING REQUIRED FOR EXIT ACCESS CORRIDORS IN USE GROUPS A, B, AND S WHEN FULLY SPRINKLERED.

BUILDING CODE DATA — GENERAL

* GOVERNING CODE 2002 OHIO BUILDING CODE.

* THE BUILDING WILL BE CLASSIFIED AS A MIXED USE AND OCCUPANCY STRUCTURE WITH SEPARATED USES FOR OBC SECTION

302.3.

* TABLE 503 LIMITS THE ALLOWABLE AREAS (INCLUDING ALL INCREASES

THEREFORE THE BUILDING WILL BE BROKEN UP BY

UTILIZING EXISTING FIREWALLS PER AS BUILT DRAWINGS PREPARED BY BERGEMANN—VANER & ASSOCIATES ARCHITECTS DATED

JANUARY 1974,

BUILDINGS 1 AND 2 — FIRST FLOOR

* USE GROUP: 13, INSTITUTIONAL
* CONSTRUCTION TYPE: 2B NONCOMBUSTIBLE /UNPROTECTED
* AREA CALCULATIONS:

ALLOWABLE AREA: 10,000 S.F. (TABLE 503)
ACTUAL AREA: 12,000 S.F.

SPRINKLER INCREASE: 10,000 + (10,000-2%%q) = 30,000 S.F.

TOTAL ALLOWABLE AREA: 30,000 S.F. 12,000 S.F.

* HEIGHT CALCULATIONS
ALLOWABLE HEIGHT: 1 STORY/55 FEET (TABLE 503)
ACTUAL HEIGHT: 2 STORY/22 FEET
SPRINKLER INCREASE: 1 STORY/20 FEET
TOTAL ALLOWABLE HEIGHT: 2 STORY/75 FEET

BUILDING 3 — FIRST FLOOR

* USE GROUP: A-—1, ASSEMBLY
* CONSTRUCTION TYPE: 2B NONCOMBUSTIBLE /UNPROTECTED

* AREA CALCULATIONS:
ALLOWABLE AREA: 8,500 S.F. (TABLE 503)
ACTUAL AREA: 11,000 S.F.

SPRINKLER INCREASE: 8,500 + (8,500—-3%n0) = 34,000 S.F.
TOTAL ALLOWABLE AREA: 34,000 S.F. 11,000 S.F.

* HEIGHT CALCULATIONS
ALLOWABLE HEIGHT: 2 STORY/55 FEET (TABLE 503)
ACTUAL HEIGHT: 1 STORY/20 FEET
SPRINKLER INCREASE: 1 STORY/20 FEET
TOTAL ALLOWABLE HEIGHT: 3 STORY/75 FEET

BUILDING 4 — FIRST FLOOR

* USE GROUP: B, BUSINESS/A3, ASSEMBLY/S1, STORAGE
* CONSTRUCTION TYPE: 2B NONCOMBUSTIBLE /UNPROTECTED

* AREA CALCULATIONS: (TABLE 503)
ALLOWABLE AREAS:
B—BUSINESS A3—ASSEMBLY S1-STORAGE
23,000 S.F. 9,500 S.F. 17,500 S.F.

ACTUAL AREAS:
B—BUSINESS AS—ASSEMBLY S1-STORAGE
30,000 S.F. 10,200 S.F. 9,000 S.F.

SPRINKLER INCREASE:
B = 23,000 + (23,000-%0%g5) = 92,000 S.F.

A3 = 9,500 + (9,500—3%0%n) = 38,000 S.F.
S1 = 17,500 + (1£500—-%0%q) = 70,000 S.F.

SUM OF RATIOS 1:
B = 30,000/92,000 = .32 —SUM = .71 1

A3 = 10,200/38,000 = .26

S1 = 9,000/78,000 = .13
* HEIGHT CALCULATIONS:
ALLOWABLE HEIGHT:

B—BUSINESS A3—ASSEMBLY
2 STORY/55 FEET 2 STORY/55 FEET

S1-STORAGE
3 STORY/55 FEET

ACTUAL HEIGHT:
B—BUSINESS
1 STORY/20 FEET

A3—ASSEMBLY
1 STORY/30 FEET

S1-STORAGE
1 STORY/20 FEET

SPRINKLER INCREASE: 1 STORY/20 FEET
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GENERAL NOTES:

1.

THE CONTRACTOR TO VERIFY ALL DIMENSIONS BEFORE PROCEEDING WITH THE WORK. IF THERE ARE ANY
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N e I N \ N N oo N . S 2o Nl { I/ N S . S 72 N /500 ERRORS OR OMISSIONS DISCOVERED ON SITE, THE CONTRACTOR SHALL CALL THE ARCHITECT
L Or1E i O IMMEDIATELY.
_ — 2. SHOULD ANY OF THE DETAILED INSTRUCTIONS SHOWN ON THE PLANS WITH CONFLICT NOTES, THE
e _ _T— SPECIFICATIONS, OR WITH EACH OTHER, THE STRICTEST PROVISION SHALL GOVERN.
| : 3. ITIS SOLELY THE CONTRACTOR'S RESPONSIBILITY TO FOLLOW ALL APPLICABLE SAFETY CODES AND
[T 0 REGULATIONS DURING ALL PHASES OF THE CONSTRUCTION.
| ik i 4. THE OWNER HAS FIRST RIGHT OF REFUSAL FOR ALL SALVAGED MATERIALS, FIXTURES AND TOILET
_ ACCESSORIES.
5. ALL DAMAGED WALLS, CEILINGS AND FLOORS ARE TO BE REPAIRED AS FOLLOWS:
—4 = WALLS: REMOVE ALL DAMAGED BLOCK/WALL MATERIALS AND REPLACE
SLETT w WITH NEW MATERIAL TO MATCH EXISTING.
— T FA A & FLOOR AND CEILINGS: PATCH DAMAGED AREAS TO MATCH EXISTING USING LIKE MATERIALS AND PROVIDE
= FINISH TO MATCH EXISTING.
O 6. CUT ALL EXISTING CMU JOINTS TO A DEPTH OF 1-INCH AND REPOINT WITH WATERPROOF EPOXY GROUT.
i GRIND EXISTING EPOXY RESIN WALL SURFACES SMOOTH AND PROVIDE NEW EPOXY RESIN WALL
o 004 SURFACES.
_ i _ 3'-4"MO 1 7. GC TO PATCH ALL EXISTING CEILINGS FLOORS AND WALLS AS REQUIRED TO MATCH EXISTING MATERIALS
L1 AND FINISHES FOR MECHANICAL, PLUMBING AND ELECTRICAL WORK AS REQUIRED. SEE PLUMBING,
a —=- R | 1 MECHANICAL AND ELECTRICAL DRAWINGS.
_ 8. GC TO PROVIDE NEW ACCESS DOORS IN CEILING AS REQUIRED FOR NEW FLOOR DRAINS. SEE PLUMBING
D’ /(002 DRAWING P1.0. PROVIDE ACUDOOR SD-6000, HIGH SECURITY ACCESS DOORS BY ACUDOR PRODUCTS INC.
TOILET RM 0 TOILET RM OR EQUAL. PROVIDE 10 GAUGE STEEL ACCESS DOORS WITH HEAVY DUTY BUTT HINGES WELDED TO
ea e 003 2" X 2" X 3/16" STEEL FRAME, WITH TAMPER RESISTANT TROX HEAD CAM LATCH. FINISH SHALL BE PRIME
002 - COATED STEEL. TO BE FIELD PAINTED WITH RUST INHIBITIVE PAINT COLOR TO MATCH CEILING COLOR.
05 X 19 m
3-0" ,3-4"MO 2 @ S
i BT f p
L N () NEW WORK CODED NOTES {_)
@ a 3.4"MO | T4 e CODED NOTES FOR SHEET A1.1 ONLY.
7 7
6 5-8"+ 01 PROVIDE NEW STAINLESS STEEL WATER CLOSET WITH PUSH BUTTON OPERATION. (SEE PLUMBING DWG.)
H 02 PROVIDE NEW STAINLESS STEEL SHOWER HEAD / CONTROL VALVE UNIT, STANDARD MOUNTING HEIGHT (SEE
% PLUMBING DRAWINGS.)
03 PROVIDE NEW STAINLESS WALL MOUNTED LAVATORY MOUNT AT 34-INCHES AFF W/ PUSH BUTTON CONTROLS
(SEE PLUMBING DWG.)
04 PROVIDE NEW STAINLESS STEEL MIRROR. CENTER OVER SINK. VERIFY MOUNTING HEIGHT W/ OWNER
05 G.C.TO PATCH EXISTING EPOXY WALLS AND BASE AS REQUIRED TO MATCH ADJACENT SURFACES
06 PROVIDE 4-INCH HIGH X 4-INCH WIDE CAST-IN-PLACE CONCRETE THRESHOLD RADIUS CORNERS.
AT SHOWER AREA. FINISH WITH EPOXY RESIN FLOORING TO MATCH WALL COLOR.
07 PROVIDE A NEW WALL MOUNTED LAUNDRY TUB W/ PUSH BUTTON CONTROLS. (SEE PLUMBING DWGS.)
] C ] ] 08 PROVIDE NEW 4-INCH CMU WALL 48"HIGH W/ BULL NOSE EDGES AT CORNERS AND 8" X 8" GLASS BLOCK
] / ] ABOVE TO CEILING AT NEW SHOWER STALL .
LAUNDRY \ 09 NEW WASHING MACHINE OUTLET BOX IN MECH ROOM 005 (SEE PLUMBING DWGS.)
AREA OF WORK 001 AREA OF WORK 10 NEW 4-INCH CMU WALL 48" HIGH WITH BULL NOSE EDGES AT TOP COURSE AND ALL CORNERS.
14'-4"+ 11 CORE DRILL CMU WALL FOR TWO (2) 4-INCH DIA. PIPE SLEEVES FOR WASHING MACHINE DISCHARGE
HOSE AND HOT & COLD WATER FILL HOSES. VERIFY HEIGHT AND LOCATION OF PIPES W/ MANUF.
p TYPICAL PARTIAL FLOOR PLAN 12 PROVIDE STAINLESS STEEL VANDAL RESISTANT TOWEL HOOKS, WITH TAMPERPROOF FASTENERS. ACORN
b TYPICAL PARTIAL DEMO PLAN - AP MODEL 1829 OR EQUAL, SINGLE CLOTHES HOOK, FRONT MOUNTED, MOUNTED AT 60" AFF.
; LALE e ScAalE: 1/47 = 1-0 13 PROVIDE STAINLESS VANDAL RESISTANT RECESSED TOILET ROLL HOLDER WITH TAMPER PROOF FASTENERS.
e scale: 1/47 = 1°-0 Ve A,N, ACORN MODEL 1840FA OR EQUAL FRONT MOUNT TOILET ROLL HOLDER, MOUNTED AT 20-INCHES AFF.
. QMA FIRST FLOOR: AREAS A-1 AND C-1. O&/ 14 PROVIDE STAINLESS VANDAL RESISTANT RECESSED SOAP DISH. ACORN MODEL 1832 OR EQUAL, REAR MOUNT
FIRST FLOOR: AREA C-1. O AREAS B-1 AND D-1 SIM. OPP HAND. W\ (CHASE), VERIFY MOUNTING HEIGHT WITH OWNER.
AREAS B-1 AND D-1 SIM. OPP HAND. ¢ SECOND FLOOR: AREAS A-2 AND C-2. 15 PROVIDE NEW TAMPER PROOF FLOOR DRAIN (FD-2) AS INDICATED. SAW CUT SLAB AND PATCH @ 1ST
SECOND FLOOR: AREAS A-2 AND C-2. AREAS B-2 AND D-2 SIM. OPP HAND. FLR./ CORE DRILL CONC. FLOOR @ 2ND FLR. AS REQUIRED . (SEE PLUMBING DWG.)
AREAS B-2 AND D-2 SIM. OPP HAND. O 16 SLOPE FLOOR TO DRAIN 1/4-INCH PER FOOT IN NEW SHOWER STALLS. PROVIDE CONCRETE TOPPING AND
O DEMOLITION CODED NOTES PATCHING MATERIAL BASE. NEW SHOWER FLOOR AND WALL BASE SHALL BE EPOXY RESINOUS SEAMLESS
FLOORING SYSTEM TO MATCH EXISTING RESTROOM FLOORING (SEE SPECIFICATION).
CODED NOTES FOR SHEET A1.1 ONLY 17 GRIND EXISTING EPOXY RESIN FLOORING SMOOTH AND PROVIDE NEW EPOXY RESIN FLOORING. REMOVE ALL
01 REMOVE EXISTING URINAL COMPLETE. REMOVE EXISTING SANITARY, AND WATER LINES INSIDE ANCHORS AND FASTENERS INTO FLOORING, FILL ALL HOLES, AND PATCH FLOORING AS REQUIRED TO MATCH
CHASE WALL (SEE PLUMBING DRAWINGS.) PATCH CMU WALL FLUSH WITH ADJACENT SURFACES. ADJACENT SURFACES.
02 REMOVE EXISTING WALL MOUNTED STAINLESS STEEL SHOWER HEAD / CONTROL VALVE UNIT 18 NOT USED.
COMPLETE AND SALVAGE FOR REUSE. REMOVE EXISTING WATER LINES INSIDE CHASE WALL (SEE
PLUMBING DRAWINGS.) PATCH CMU WALL FLUSH WITH ADJACENT SURFACES (SEE _u_uc_/\__.uh_zoA 19  TOOTH INTO EXISTING MASONRY. PROVIDE NEW MASONRY WALL ABOVE NEW DOOR TO DECK ABOVE. FINISH
DRAWING. WALL TO MATCH EXISTING ADJACENT WALL SURFACES.
03 REMOVE mvx_mjzo WATER CLOSET COMPLETE. REMOVE EXISTING SANITARY, AND WATER LINES 20 PROVIDE NEW STEEL LINTEL. (SEE LINTEL SCHEDULE ON SHEET A-3.0.) POCKET NEW STEEL LINTEL INTO
INSIDE CHASE WALL (SEE PLUMBING DRAWINGS.) REPLACE DAMAGED CMU WALLS (SEE PLUMBING EXISTING MASONRY WALL AND PROVIDE MIN. 6-INCH BEARING.
DRAWINGS.) A v A 21 POCKET NEW STEEL LINTEL INTO EXISTING MASONRY WALL AND PROVIDE MIN. 6" BEARING. GROUT SOLID
04 REMOVE EXISTING MULTI-HEAD COLUMN SHOWER. REMOVE EXISTING HOT AND COLD FIRST TWO (2) COURSES BELOW LINTEL BEARING.
WATER LINES. PATCH WALLS, FLOORS AND CEILINGS TO MATCH EXISTING (SEE PLUMBING DWG.) 22 REMOVE EXISTING WINDOW UNIT AND INFILL OPENING WITH NEW CMU. MATCH EXISTING WALL THICKNESS.
05 REMOVE EXISTING TOILET PARTITIONS, DOORS, SHOWER PARTITIONS AND URINAL SCREENS. FINISH WALL TO MATCH EXISTING ADJACENT WALL SURFACES.
PATCH FLOOR AND WALLS TO MATCH EXISTING. 23 NEW FIRE RATED WINDOW OPENING SEE DETAILS A3.0 AND SPECIFICATION SECTION 083453 & 088000.
Q) 06 REMOVE EXISTING LAV COMPLETE. REMOVE EXISTING SANITARY, AND WATER LINES INSIDE 24 PROVIDE NEW 4" THICK CONCRETE EQUIPMENT PAD FOR NEW WASHER AND DRYER. FINISH SLAB AND
CHASE WALL (SEE PLUMBING DRAWINGS.) PATCH CMU WALL FLUSH WITH ADJACENT SURFACES CURB WITH EPOXY RESIN COATING TO MATCH EXISTING FLOORING FINISH. VERIFY SIZE W/ EQUIP. MFR.
e (SEE PLUMBING DWG.,) 25 PROVIDE NEW 16 GAUGE, 24-INCH DEEP X 48-INCH WIDE X 34-INCH HIGH, 304 STAINLESS STEEL, COMMERCIAL
07 REMOVE EXISTING WOODEN BENCH TURN OVER TO OWNER. GRADE, OPEN BASE WORK TABLE, REGENCY MODEL 600WT24X48SS (34" HIGH) OR EQUAL.
08 REMOVE EXISTING COUNTERTOP AND PATCH WALLS. SEE GENERAL NOTE 5. 26 PROVIDE NEW 48" WIDE X 24" HIGH x 12" DEEP PLASTIC LAMINATE WALL CABINET W/ SLOPED TOPS..
09 CUT OPENING INTO EXISTING WALL FOR NEW DOOR OR WINDOW. 27 PROVIDE 18" X 18" STAINLESS STEEL CORNER SHOWER SEAT. SEE INTERIOR ELEVATIONS DWG A2.0.
_ |Mo “w mmxw«m mm_mﬂnm w%&ﬁ.m%%%xﬁ_%oﬂﬁw\m%ﬂ% mwbwww»zo TURN OVER TO OWNER 28 GC TO PROVIDE AND INSTALL NEW WASHER. SEE LAUNDRY EQUIPMENT SCHEDULE ON SHEET A2.0, AND
o : PLUMBING AND ELECTRICAL DRAWINGS.
/ = 12 mwxmmmwwm.wﬂw___U/_Wmmw_w%mmﬂﬂﬂwwmuﬁzdoﬂm%ﬂ Mﬁoﬂ_.mwgﬂmo mw_wm%_cm_mﬁ/_wwm%ﬁmzq 29 GC TO PROVIDE AND INSTALL NEW ELECTRIC DRYER. SEE LAUNDRY EQUIPMENT SCHEDULE ON SHEET A2.0,
: : AND HVAC AND ELECTRICAL DRAWINGS.
13 REMOVE EXISTING FULL HEIGHT MASONRY WALL. PATCH FLOORS FLUSH WITH ADJACENT 30 SECURE WORK TABLE AT BACK AND SIDE WALL WITH CONTINUOUS 3" X 3" - 14 GAUGE STAINLESS STEEL
mmw_mw_,_wwmo_w_%uo%m_”__wzMmm__u._owh_u._m%_w_,_.\__bm,mww %_Mﬂ,m,ﬂw__w__.w MATCH ADJACENT SURFACES. PATCH ANGLE SECURED TO TABLE WITH TAMPER RESISTANT SCREWS AND SECURED TO WALL WITH TAMPER
z . RESISTANT ANCHOR BOLTS. NOTE: MITER ANGLE AT CORNER.
M 14 REMOVE EXISTING CMU WALLS THIS LOCATION, FULL LENGTH OF WALL BEHIND EXISTING FIXTURES 31 PROVIDE NEW TAMPER RESISTANT STRAINER AT EXISTING FLOOR DRAIN TO REMAIN. (SEE PLUMBING DWG.)
TO BE REMOVED, TO 6-0" ABOVE FINISHED FLOOR FOR DEMOLITION & NEW WORK BY PLUMBING
CONTRACTOR. SHORE EXISTING CMU TO REMAIN AS REQUIRED, UNTIL NEW MATERIAL INFILL TO
_ 5 MATCH EXISTING IS INSTALLED.
15 EXISTING FLOOR DRAIN TO REMAIN. (SEE PLUMBING DWG.)
16 REMOVE EXISTING OBSERVATION WINDOW.
17 REMOVE EXISTING FLOOR DRAIN COMPLETE AND PATCH CONC. FLOOR. SEE PLUMBING DWG.
18 REMOVE SECTIONS OF EXISTING CEILING TO PROVIDE FOR NEW SUPPLY AND EXHAUST
DUCTWORK. PATCH CEILING MATCHING EXISTING CEILING CONSTRUCTION. (SEE MECHANICAL
DWG. M1.0.)
19 PLUMBING CONTRACTOR SHALL SAW CUT AND PATCH EXISTING CONCRETE FLOOR SLABS AND TRENCH FOR
30" 31-4"MO 58"+ INSTALLATION OF NEW FLOOR DRAINS AND DRAIN LINES AT THE FIRST FLOOR.
L L : 20 PLUMBING CONTRACTOR SHALL CORE DRILL CONCRETE SLAB AT SECOND FLOOR AND CUT AND PATCH FIRST
— FLOOR CEILINGS AS REQUIRED FOR INSTALLATION OF NEW FLOOR DRAINS AND DRAIN LINES AT THE SECOND
\4 Q FLOOR.
7777 g p
_
FD(E) \THA\\@ | {09) - WALL TYPE LEGEND
[ _ ||
| ] H""""""D"H___ FD(E) “ “ @ INDICATES INFILL AT CHASE WALL TO AREA C-1 AREA B-1
] | | O = 6'—0" AFF. PROVIDE NEW C.M.U. WALL IN
= L @ | THICKNESS TO MATCH EXISTING. PROVIDE
® e O | ? | TRUSS OR LADDER TYPE REINFORCING @ 16” N
@ T FD(E)] L C/C VERTICALLY. | TOOOOEmE A B EETOoT
e A | Cor e NG T O R O e W N W COTPAYYYYVTTTIT L [eZe) (o)
| ___ L | NEW WALL WITH 47 THICK CMU, 48" HIGH AREA A-2 AREA D-1 AREA A-1
L -k _ @ | W/ HORIZONTAL TRUSS OR LADDER TYPE, e / —=
/@ _ REINFORCING EVERY OTHER COURSE. WITH
_ BULLNOSE CORNERS, & TOP EDGES. s
—] N ) - /8 A .
7 T ] _© NEW WALL WITH 48” HIGH 4” THICK CMU Pt J)
BASE, W/ HORIZONTAL REINFORCING EVERY
AREA OF WORK OTHER COURSE. TRUSS OR LADDER TYPE, -
WITH 8"X8"X4"THICK GLASS BLOCK, 48" HIGH 0 ® O]
TO CEILING ABOVE. PROVIDE BULLNOSE

1\ PARTIAL DEMO PLAN AT AREA A-1
\A11) “seae 1/47 = 17-07

%&4/

ARCHITECTS « ENGINEERS « PLANNERS ¢« SURVEYORS

CORNERS AT EXPOSED END.

19020207 % %6202 % % @ NEW 1 HOUR FIRE RATED CMU WALL AT NEW
-$.9.9.9.9.9.9.9.9.9 DOOR OPENINGS. EXTEND MASONRY WALL TO
BOTTOM OF DECK ABOVE.
UL DESIGN NO. 904.

INDICATES EXISTING WALLS, PROVIDE WORK
AS NOTED.
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NOTICE

Q mZ mm>—| ZOI—Imm- THIS ARCHITECTURAL AND
1. THE FACILITY WILL BE OCCUPIED DURING ALL PHASES OF CONSTRUCTION. THE GENERAL N T SO EVING &
CONTRACTOR TO PROVIDE A TEMPORARY PARTITION TO SECURE EACH AREA OF CONSTRUCTION USE OR DISSEMINATION
VB UNTIL WORK IN THAT AREA ID COMPLETED AND TURNED OVER TO OWNER. MAY BE MADE WITHOUT
_ - PRIOR WRITTEN CONSENT
B < 2. ALL MATERIALS AND EQUIPMENT ON THE CONSTRUCTION SITE MUST BE SECURED AND LOCKED AT O e ARCHITEC T AL
= TF = THE END OF EACH DAY. SPECIFICALLY RESERVED.
| W /) iid fm 3. REPAIR EXISTING FLOOR, WALL AND CEILINGS AS REQUIRED AFTER COMPLETION OF PROJECT AS A
8 = P SH( RESULT OF TEMPORARY PHASING WALLS.
; A
4. CONSTRUCTION PHASING SHALL BE LIMITED TO ONE WING AT A TIME AND ONE FLOOR IN EACH WING
AT ATIME. ANY WORK THAT IS REQUIRED ON ANOTHER FLOOR THAT IS NECESSARY TO COMPLETE

KARL R. ROHRER ASSOC.
THE WORK ON THE FLOOR ABOVE SHALL BE CLOSED OFF AT THE END OF EACH DAY. INCORPORATED

COPYRIGHT YEAR 2016

\
=
AR

DATES & REVISIONS

_Q EXISTIN
TOILET,

=

\

KA = ! CONSTRUCTION PHASING CODED NOTES |[-- ——
- @ NS N CODED NOTES FOR SHEET A1.2 ONLY
% CONSTRUCTIO N 01 PHASE 1: DEMOLITION AND CONSTRUCTION OF CONSTRUCTION AREA 1 FOR NEW TOILET ROOMS 002 FOR PRICING 06/01/16
\ N AREA - PHA _ 003:
N IN\ \ _ AND i FOR BIDDING 07/01/16
- WAL LLLLL L L \._I_ GC TO PROVIDE A TEMPORARY PLYWOOD AND 2X STUD WALL IN THE EXISTING CORRIDOR TO

-tk ——— — SECURE THE CONSTRUCTION AREA AND MAINTAIN A MINIMUM 36" WIDE CLEARANCE EXIT ACCESS
\1 z CORRIDOR. PROVIDE A PLYWOOD DOOR TO SECURE WORK AREA AFTER WORKING HOURS.
o = TEMPORARY EXIT STOP PARTITION SHORT OF CEILING AS REQUIRED TO PROVIDE CLEARANCE FOR EXISTING CEILING
& xq_ CORRIDOR MOUNTED DIFFUSERS, CEILING GRILLES, AND SPRINKLER HEADS ETC.
T ( THE OWNER TO TEMPORARILY MOVE AND RELOCATE SECURITY CAMERAS IN CORRIDORS DURING
|\ = — _ P i p i) CONSTRUCTION PHASING. NOTIFY IN ADVANCE CONSTRUCTION SCHEDULE WITH OWNER.
NI 02 PHASE 2: DEMOLITION AND CONSTRUCTION OF OF CONSTRUGCTION AREA 2 FOR NEW LAUNDRY ROOM
Iy | 001:
mmw&m_m area 11| || AT COMPLETION OF PHASE 1 RELOCATE /CONSTRUCT TEMPORARY PLYWOOD PARTITION AS ABOVE
AN TO SECURE PHASE 2 CONSTRUCTION AREA. MAINTAIN A MINIMUM 36" WIDE CLEARANCE EXIT ACCESS
|| @ CORRIDOR ON THE OPPOSITE WALL AS INDICATED ON DRAWINGS. AT COMPLETION OF PHASE 2
aAY || REMOVE TEMPORARY PARTITIONS, CLEAN AREA AND TURN SPACE OVER TO OWNER FOR
éﬁWA | OCCUPANCY.
| |
||
| |
] g J

AREA OF WORK

1\ TYPICAL CONSTRUCTION PHASING PLAN - PHASE 1 Q
A1) scale: 1/47 = 17-07 O&%

FIRST FLOOR: AREAS A-1 AND C-1. ¢
AREAS B-1 AND D-1 SIM. OPP HAND.

SECOND FLOOR: AREAS A-2 AND C-2.
AREAS B-2 AND D-2 SIM. OPP HAND.

i O
1 — M.
[ ~ - = - SWEANY
i 5 K i .u; | 7508
i S
T [ T T F—mm — ,_OIZ._,_\“.:M:,\_,“m>Z<
@ w LAV(E) LICENSE #7508
1 EXPIRATION DATE 12/31/2017
= FD(E)
© ©
NEW TOILET NEW qo__._wN | 3
@ ROOM 002 () |Room 003/ || | WC(E) m 3
A | .
= 2 Z 2 | R T o 3
— -
w TEMPORARY EXIT > c
02 /3 CORRIDOR _m AVn M
= ®
L — o O %)
_ - = @
/” MVN oozqucoq_oﬂ V\\ _I_ m m =
/ y s pruse: — — ZND FLR KEY PLAN & :
= i | B 7 ' T T NTS o> o =2
— % 5 83
v& NEW LAUNDRY 2| o Q W
) ROOM 001 < mnn X Z
518 %o
L 2|0 KXo
y alw 0O m
= Z <
AREA C-1 &~ AREA B-1 a5 D9
I
- % > J& =
_L| o n
/ ] o0 59 L prd -
_ - AREA D-1 f AREA A1 W < h
@ =z = ©
AREA OF WORK X = O =
3 ‘ A me - m O R
: = K 5
/1 TYPICAL CONSTRUCTION PHASING PLAN - PHASE 2 - n_m S
M) TscaE /47 = 1707 <0 0 ® O LL] o
o% W
FIRST FLOOR: AREAS A-1 AND C-1. D) N
AREAS B-1 AND D-1 SIM. OPP HAND. ml_lm|_|m. L
SECOND FLOOR: AREAS A-2 AND C-2. |
AREAS B-2 AND D-2 SIM. OPP HAND. N g __._ / KRRAJOBNO. 16012
DRAWN BY
CHECKED BY J Sweany
SHEET NO.
I ST FLR KEY PLAN @

A1.2
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NOTICE

THIS ARCHITECTURAL AND
ENGINEERING DRAWING IS

W\@ W@ () NEW WORK CODED NOTES ) el
CODED NOTES FOR SHEET A2.0 ONLY. MAY BE MADE WITHOUT
(X 18)

CIN

PRIOR WRITTEN CONSENT

OF THE ARCHITECT. ALL
01 NEW STAINLESS STEEL WATER CLOSET (SEE PLUMBING DWG.) RIGHTS ARE HEREBY

SPECIFICALLY RESERVED.

N g y el/

i z @ 1 &®
\

o
0
m
=
7"6"
7"6"
\\
7"6"
7"6"

02 NEW OR RELOCATED STAINLESS STEEL SHOWER HEAD / CONTROL VALVE UNIT, STANDARD MOUNTING

\ A (24)
G)I S . \\ HEIGHT (SEE PLUMBING DRAWINGS.)
— \ ﬁ .| @ —

03 NEW STAINLESS WALL MOUNTED LAVATORY (SEE PLUMBING DWG.) >

AN N\, \ Vi 1N\ N Vi t
N
e\ /e el\ /e NEW WC RM 003 el\ q 04 NEW POLISHED STAINLESS STEEL MIRROR. CENTER OVER SINK. VERIFY MOUNTING HEIGHT W/ OWNER R ORERASSOC,
e e @ EXISTING WC (SEE SPECIFICATIONS SECTION 102813.) COPYRIGHT YEAR 2016
NEW WC RM 003 AT RM 002

MM._m_m_.__\_zw O<Mo 05 G.C. TO PATCH EXISTING EPOXY WALLS AND BASE AS REQUIRED TO MATCH ADJACENT SURFACES.

TOILET ROOM 002/003 TOILET ROOM 002/003 (SIM) TOILET ROOM 002/003 (SIM) TOILET ROOM 002/003 (SIM) TOILET ROOM 002/003 (SIM) 06 4" WIDE X4"HIGH CAST-IN-PLACE CONC. SHOWER CURB W/BULLNOSE EDGES. W/EPOXY RESIN FINISH DATES & REVISIONS
1\ INTERIOR ELEVATION 2\ INTERIOR ELEVATION 3\ INTERIOR ELEVATION /4 INTERIOR ELEVATION 5\ INTERIOR ELEVATION 07 PROVIDE NEW INTEGRAL EPOXY RESINOUS COVE BASE TO MATCH EXISTING AT NEW CMU FOR REVIEW oats/e
\A20/ “scae 1/47 = 17-07 \A20/ “scue 1/47 = 17-07 \A20/ “scue 1/47 = 17-07 \A20/ ‘scate: 1/47 = 17-0 \A20/) scae. 1/47 = 1707 WALLS. (SEE SPECIFICATIONS IN FINISH SCHEDULE)

08 PROVIDE NEW SHOWER DIVIDER WALL W/ 48" HIGH CMU BASE AND 8" X 8" GLASS BLOCK TO CEILING
ABOVE. SEE ELEVATION DETAIL 10/A2.2 AND SPECIFICATIONS. FOR BIDDING 07/01/16

7"6"
5|_0n
AN

4!_0"
5'_0"

6!

. B OE
5
o

4!_0"
4l_0ll
4l_0ll

AL
= é
—03)

2'-10"

OPEN

1"6"
1|_8|l |/
1|_6|l

=@

FOR PRICING 06/01/16

09 STEEL TUBE HEADER AT TOP EDGE OF WALL AT CEILING, TO PAINT. (SEE DETAIL D/A2.2.)

ea 10 NEW 4" X 16" X 4" THICK CMU WALL 48" HIGH. BULLNOSE EDGES AT TOP COURSE AND ALL
CORNERS.

11 PROVIDE NEW 4" THICK CONCRETE EQUIPMENT PAD FOR NEW WASHER AND DRYER. FINISH SLAB AND
CURB WITH EPOXY RESIN COATING TO MATCH EXISTING FLOORING FINISH

9 e 12 STAINLESS STEEL VANDAL RESISTANT TOWEL HOOKS, WITH TAMPERPROOF FASTENERS. ACORN
MODEL 1829 OR EQUAL, SINGLE CLOTHES HOOK, FRONT MOUNTED, MOUNTED AT 60" AFF. (SEE
SPECIFICATIONS SECTION 102813.)

2

9
-
5
5

7|_6|l

7|_6|l
7|_6|l

B W s S \é _

LAUNDRY
TUB

A
7|_6u

13 PROVIDE STAINLESS STEEL VANDAL RESISTANT RECESSED TOILET ROLL HOLDER, WITH
\u@ TAMPERPROOF FASTENERS. ACORN MODEL 1840 FA OR EQUAL, FRONT MOUNTED, MOUNTED AT 20"

14 PROVIDE STAINLESS STEEL VANDAL RESISTANT RECESSED SOAP DISH. ACORN MODEL 1832 OR
g\ @.\ a.\ /.e\ e\ e\ EQUAL, REAR MOUNT (CHASE), VERIFY MOUNTING HEIGHT W/ OWNER. (SEE SPECIFICATIONS SECTION

102813.)

LAUNDRY ROOM 001 LAUNDRY ROOM 001 LAUNDRY ROOM 001 LAUNDRY ROOM 001 15 PROVIDE NEW STAINLESS STEEL WORK TABLE ANCHORED INTO WALL W/ CONT. STEEL ANGLES AND TAMPER
/s INTERIOR ELEVATION /7 INTERIOR ELEVATION /%) INTERIOR ELEVATION /9 INTERIOR ELEVATION RESTANT PASTENERS, SER LADNDRY EQUIPMENT SPECICATION THIS SHEET

A20/ scae 1/47 = 17-07 A20) “scale 1/47 = 107 A20) “scae 1 /47 = 1-07 A20) “scae. 1 /47 = 17-07 16 PROVIDE NEW 48-INH WIDE X 24-INCH HIGH PLASTIC LAMINATE WALL CABINETS, LOCKABLE W/ HASP
AND PADLOCK.

AFF. (SEE SPECIFICATIONS SECTION 102813.)

17 SLOPE FLOOR TO DRAIN 1/4-INCH PER FOOT IN NEW SHOWER STALLS.

18 CUT EXISTING CMU JOINTS TO A 1-INCH DEPTH AND REPOINT WITH WATERPROOF EPOXY GROUT.
GRIND EXISTING EPOXY RESIN WALL SURFACE SMOOTH AND PROVIDE NEW EPOXY RESIN WALL

x!_.uvo._.._.o_<_ OF STRUCTURE ABOVE SURFACE.
19 NOT USED

GALV. STEEL CHANNELS TO
w DECK ABOVE AT 24" OC MAX.
\\ A GALV. STEEL TUBE HEADER 20 PROVIDE A NEW WALL MOUNTED LAUNDRY TUB. (SEE PLUMBING DRAWINGS.)

A2.0 \ W/ WELDED CLOSURE PLATE.
f TO PAINT. 21 NEW WASHING MACHINE OUTLET BOX (SEE PLUMBING DWGS.)

/|mcm_umzo CEILING
8 X 8 X 4 DECORA PATTERN— ~— 8 x8X4GLASS BLOCK 22 45° ANGLED SILL AND JAMBS AT NEW WINDOW OPENING. SEE DETAILS 3/A3.0 AND 4/A3.0.

GLASS BLOCK BY e DECORA PATTERN ENDBLOCK
PITTSBURGH CORNING FINISHING UNIT BY 23 NEW 1HR. FIRE RATED GLAZING W/ HOLLOW METAL FRAME SEE SCHEDULE SHEET A3.0, DETAILS 3/A3.0 AND

OR EQUAL. PROVIDE PITTSBURGH CORNING
HORIZ. REINFORCING AT OR EQUAL. 4/A3.0 , SECURITY DOOR AND FRAMING SPECIFICATION AND GLAZING SPECIFICATION. M
EACH BED JOINT. C4 X5.4-3/16" GALV. STEEL CHANNEL :

BRACING AT 24" O.C. MAX. SECURE TO 24 PROVIDE NEW SHOWER BENCH: FEDERAL BRACE, MARIANA, 18" x 18" CORNER SHOWER SEAT WITH SWEANY

?| |é = STRUCTURE ABOVE. 1/4-INCH THICK STAINLESS STEEL SEAT, WITH EASED SMOOTH EDGES, AS MANUFACTURED BY

\

2'-10"t FIELD VERIFY

£3"X 3" X 1/4"- 3" LONG, GALV. STEEL CLIP ANGLE FEDERAL BRACE (877-353-8899) OR EQUAL. ANCHOR TO WALL WITH STAINLESS STEEL, TAMPER
RESISTANT ANCHOR BOLTS.

|

L ——BULL NOSE CORNERS AT TOP BLOCKS
6 X4 X 16 CMU GROUTED SOLID mwy Awr 25 CORE DRILL 6-INCH DIA. HOLE THROUGH EXISTING CMU WALL FOR DRYER VENT DUCT. INSTALL PIPE SLEEVE IN JOHN M. SWEANY

HSS 4" X 4" X 3/16" CONTINUOUS GALV. STEEL TUBE.
E PROVIDE 1/4-INCH STEEL CLOSURE PLATE AT OPEN WALL. VERIFY & COORDINATE LOCATION OF NEW OPENING WITH DRYER MANUFACTURER. SEE MECH. DWG. LICENSE #7508
A2.0 IIVIN COURSES 6'P X 8 X 16 CMU | | END OF TUBE, WELD AND GRIND SMOOTH. M1.0. EXPIRATION DATE 12/31/2017
v F&H i A_ PAINT STEEL WITH 1 COAT PRIMER AND 2 COATS

|
BULL NOSE CORNERS AT END BLOCKS TYP.
ya J / OF RUST INHIBITOR PAINT. 26 CORE DRILL 4-INCH DIA. HOLE THROUGH EXISTING CMU WALL FOR NEW WASHER WATER DISCHARGE HOSE.
y
| —55/8" BOND BEAM W/ 1-#5 BAR \_“
GROUTED SOLID. R g
/
f

7!_6"

INSTALL PIPE SLEEVE IN WALL. VERIFY & COORDINATE LOCATION OF NEW OPENING WITH WASHER

4l_0||

MANUFACTURER. SEE PLUMBING DWG. P1.0 AND P1.1.

———_6 X4 X8CMU GROUTED SOLID

OPEN

1 l_Ou

[~~—6 X8 X8 CMU GROUTED SOLID

WASHER MANUFACTURER. SEE PLUMBING DWG. P1.0 AND P1.1.

N\ SUSPENDED CEILING SYSTEM 27 CORE DRILL 4-INCH DIA. HOLE THROUGH EXISTING CMU WALL FOR NEW WASHER HOT AND COLD WATER
NEW ALUMINUM TRIM ANGLE SUPPLY HOSES. INSTALL PIPE SLEEVE IN WALL. VERIFY & COORDINATE LOCATION OF NEW OPENING WITH

CONTINUOUS GALV. STEEL TUBE (PAINTED

WITH 1 COAT PRIMER & 2 COATS RUST INHIBITOR PAINT. 28 GC TO PROVIDE AND INSTALL NEW WASHER. SEE LAUNDRY EQUIPMENT SCHEDULE, PLUMBING DRAWINGS,
SEALANT (TYP.) AND ELECTRICAL DRAWINGS.
¥ ————— EXPANSION STRIP
: : S~ 29 GC TO PROVIDE AND INSTALL NEW ELECTRIC DRYER. SEE LAUNDRY EQUIPMENT SCHEDULE, HVAC
! PANEL ANCHOR AT WALL BEYOND DRAWINGS AND ELECTRICAL DRAWINGS.
NOTE: 4/ GLASS BLOCK UNIT
m#meﬂwm,m\_ﬂﬁ_mwﬁﬁﬂ%o% EPOXY GROUT. 30 SECURE WORK TABLE AT BACK AND SIDE WALL WITH CONTINUOUS 3" X 3" - 14 GAUGE STAINLESS STEEL
: 3 7/g" ANGLE SECURED TO TABLE WITH TAMPER RESISTANT SCREWS AND SECURED TO WALL WITH TAMPER

FINISH ALL CMU SURFACES WITH EPOXY RESIN (SEE SPECIFICATIONS).
ALL GLASS BLOCK MORTAR JOINTS TO BE TOOLED CONCAVE JOINTS. RESISTANT ANCHOR BOLTS. NOTE: MITER ANGLE AT CORNER.

6 X 8 X 16 CMU GROUTED SOLID
VARIES SEE FLOOR PLAN BASE COURSE

\_

Massillon, OH. 44646

DEFLECTION SPACE
NEY

BN

71\ TYPICAL SHOWER DIVIDER WALL /D Q_I\Pm:m WFQOX HEAD DETAIL
\A20/ scaer 1/27 = 17-0 \A20/ scae 37 = 17-0

BUILDINGS 1 AND 2

2775 Indian River Rd., S.W.

. LAUNDRY EQUIPMENT SCHEDULE

73/4" SEALANT (TYP) / WASHER: MAYTAG COMMERCIAL ENERGY ADVANTAGE TOP-LOAD WASHER MODEL MVW18PRB OR

GLASS BLOCK UNIT GLASS BLOCK UNIT GLASS BLOCK UNIT EQUAL. SINGLE- PHASE, REVERSIBLE, THERMOPROTECTED, HIGH TORQUE, 1/3 HP MOTOR. ELECTRIC
\ \\ PANEL ANCHOR // RATING: 15 AMP, 120V/60 Hz . CAPACITY: 2.9 CU.FT. EXTRACT SPEED: MAX. 700 RPM, MAX. G-FORCE 144.

EPOXY MORTAR INLET HOSE LENGTH: 6 FEET.
Nﬂ __ ASPHALT EMULSION DRAIN HOSE LENGTH: 60" DRAIN HOSE KIT.
ﬁ | — AT TOP AND END BLOCKS SINGLE- PHASE, REVERSIBLE, THERMOPROTECTED AGAINST OVERLOAD, AUTO-RESET, 1/3 HP MOTOR.
/ 0 N\ O L ANEL ELECTRIC RATING: 30 AMP, 240V/60Hz. TUMBLE SPEED: 501 RPM, AIR FLOW 215 CFM. CAPACITY: 7.4 CU.
\_ / \ / FT., ELECTRIC HEATING ELEMENT: 5,600 WATTS. REAR EXHAUST, EXHAUST DUCT DIAMETER: 4-INCH.

INTERIOR ELEVATIONS & ROOM FINISH SCHEDULE
INDIAN RIVER JUVENILE CORRECTIONAL FACILITY

6" CMU WALL WITH BULLNOSE DRYER: MAYTAG COMMERCIAL SUPER-CAPACITY ELECTRIC DRYER MODEL MDE18PR OR EQUAL.

Vv

37/8"
A

37/8"

\ EXPANSION STRIP FOLD-AWAY IRONING BOARD COMPACT WALL MOUNTED IRONING BOARD BY EUREKA MFG. OR EQUAL.
HORIZONTAL PANEL REINFORCING A E OF EXISTING HASORRY WALL |\\ | _—— EPOXYRESIN COATING WALL MOUNTED WITH TAMPER RESISTANT MASONRY ANCHORS.

RESTROOM AND LAUNDRY ROOM RENOVATIONS

GLASS BLOCK ENDBLOCK UNIT
WORK TABLE: PROVIDE NEW 16 GAUGE, 24-INCH X 48-INCH X 34-INCH HIGH STAINLESS STEEL OPEN BASE
CMU WALL W/ BULL NOSE CORNERS 5 5/8" TABLE WORK TABLE BY REGENCY STAINLESS STEEL COMMERCIAL TABLES AND SINKS OR EQUAL. ANCHORED
INTO BACK AND SIDE WALLS W/ CONT. STEEL ANGLES AND TAMPER RESISTANT FASTENERS.

KRRA JOB NO. 16012
DRAWN BY KRRA
CHECKED BY J Sweany

/2 GLASS BLOCK ENDBLOCK DETAIL s\ GLASS BLOCK JAMB DETAIL e\ GLASS BLOCK SILL DETAIL SHEET NO.
\A20/ scae: 37 = 17-07 \A20/ scues 37 = 17-07 A20/ scar 30 = 17-07 >N O

ARCHITECTS » ENGINEERS * PLANNERS * SURVEYORS KARL R. ROHRER ASSOCIATES INC || iemeemmen | 5, 255,




NOTICE

THIS ARCHITECTURAL AND
DOOR DETAILS FRAME FIRE ENGINEERING DRAWING IS
w SEE  on " " REMARKS GIVEN IN CONFIDENCE. NO
SEE SEE 2 SOHED 2 2 30" 2 NO. TYPE |WIDTH |HEIGHT | THK MATL | FINISH HEAD |JAMB [SILL |TYPE |MATL. |FINISH | HDWR |RATING USE OR DISSEMINATION
SCHED SCHED : e 7 gy MAY BE MADE WITHOUT
. 2 FIRST FLOOR PRIOR WRITTEN CONSENT
. ] N A1-001 1 3-0" 70" 134" |HM | PP 1A21 | 21A2.1 A WM | PP SET1 |45MN. O I ARCHITEC T AL
5
N A1-002 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT SPECIFICALLY RESERVED.
GL1 : M M GL1 A1-003 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
N —~—— HM FRAME B1-001 1 30" 70" 1-3/4" HM PP 1/A2.1 | 2/A2.1 A HM PP SET 1 45 MIN.
N N s _ SEE DETAILS 3/A3.0 & 4/A3.0 ’
() 3y To () Q N B1-002 2 30" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
~ ) ~ N~
e 3 B1-003 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT w_\wﬂxﬂ%_mhmwx ASSOC.
® C1-001 1 30" 70" 134" | HM PP 11A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. COPYRIGHT YEAR 2016
FIN FLOOR C1-002 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
) ] C1-003 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
DATES & REVISIONS
\_ N > D1-001 1 30" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN.
D1-002 2 3-0" 7-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET 1 45 MIN. PROVIDE 1" UNDERCUT FOR REVIEW 04/15/16
DOOR TYPES FRAME TYPES WINDOW TYPES D1-003 2 310" 7.0 1-3/4" | HM PP 11A2.1 | 2/A2.1 A HM PP SET1 |45MIN. | PROVIDE 1" UNDERCUT FOR PRICING 06/01/16
SCALE: 1/4"=1"-0" SCALE: 1/4"=1'-0" SCALE: 1/4"=1'-0" SECOND FLOOR FOR BIDDING 07/01/16
A2-001 1 3-0" 70" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN.
A2-002 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
A2-003 2 3-0" 7-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
B2-001 1 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN.
NEW 8" NOMINAL
CMU. B2-002 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
B2-003 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
C2-001 1 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN.
NEW LINTEL L-1 C2-002 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
\| SEE LINTEL SCHEDULE .
THIS SHEET NEW 8 2" HOLLOW METAL SECURITY DOOR C2-003 2 310" 7-0" 134" | HM PP 11A2.1 | 2/A2.1 A HM PP SET1 |45MIN. | PROVIDE 1" UNDERCUT
NOMINAL T_P Ammm DOOR SCHEDULE
C.M.U. D2-001 1 3-0" 70" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN.
PROVIDE SEALANT l
y EACH SIDE _ D2-002 2 30" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
—1 i Lq
e _ o\ _ D2-003 2 3-0" 7'-0" 1-3/4" | HM PP 1/A2.1 | 2/A2.1 A HM PP SET1 | 45MIN. PROVIDE 1" UNDERCUT
iy
\ | 3 GENERAL NOTES: HARDWARE NOTES: HARDWARE SCHEDULE:
Lap)
s 0]
|._ 1. HM = HOLLOW METAL 1. CYLINDERS, CORES AND KEYS SUPPLIED BY THE OWNER. SET 1:
PP = PRIME PAINT ONLY 2. VERIFY ALL LOCKING AND KEYING FUNCTIONS WITH OWNER. 1 1/2PR IVES 5BB1 HW FULL MORTISE HINGES US32D
m“K: , _ 2. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND CONDITIONS 5BB1 HW X 4.5 X 4.5 X NRP X SEC
. HOLLOW METAL PRIOR TO INSTALLATION. 3. VERIFY ALL HARDWARE W/ OWNER. 1 LCN SURFACE MOUNTED CLOSER (180° SWING) US32D
FRAME. GROUT SOLID 3. CONTRACTOR SHALL NS TALL NEW DOOR/IFRAME SYSTEMS PER A. ALL HARDWARE TO MATCH EXISTING BUILDING STANDARD LCN 4040XP PUSH SIDE OF DOOR
N : MANUFACTURERS, MODELS, STYLES AND FINISHES. 1 LOCKSET: SOUTHERN 10500 SERIES LOCK US32D
4. GL1: FIRE RATED CLEAR TEMPERED, SAFETY, SECURITY GLAZING
HOLLOW METAL SECURITY DOOR / 1 HR FIRE RATED GLASS, 5/16-INCH FIRELITE PLUS BY TGP OR EQUAL. : : FUNCTION (KEYED BOTH SIDES)
MASONRY ANCHORS HOLLOW METAL 5. ALL DOORS/FRAMES SHALL BE PREPARED TO RECEIVE HARDWARE. 5. HARDWARE STANDARD: ANSI/BHMA A156 (APPLICABLE 1 SOUTHERN BOLT KEEPER STRIKE Us32D
SEE DOOR SCHEDULE FRAME. GROUT SOLID _U>m>O_N>_UIv mOOW m._um_—Am _U_|>._|m
6. ALL DOORS & FRAMES SHALL BE PROVIDED BY THE SAME MANUFACTURER.

7. SECURITY DOORS: HEAVY GAUGE GALVANIZED COLD ROLLED STEEL
.093 - INCH MIN. FACE SHEET. FLUSH PANEL SEAMLESS DOORS, 2" THICK.
WITH REINFORCED INTERIOR CONSTRUCTION.

DOORS TO BE PRIME PAINTED ONLY.
1 _I— m>c Um|—|>— _I 9 f—>—s m Um|_|>_ —I MANUFACTURER: AMERICAN STEEL PRODUCTS, TRUSSBUILT, OR EQUAL.
A3.0 SCALE: 3" = 1'-0" A3.0 SEE SPECIFICATIONS.
: : SCALE: 3"=1-0" 8. SECURITY DOOR FRAMES: HEAVY DUTY 12 GA GALV. COLD ROLLED STEEL.
INTERIOR FRAMES: 2" x 8 3/4", WELDED FRAMES,
FRAMES TO BE PRIME PAINTED ONLY.
MANUFACTURER: AMERICAN STEEL PRODUCTS, TRUSSBUILT, OR EQUAL.
SEE SPECIFICATIONS.
9. SECURITY WINDOW FRAMES: HEAVY DUTY 12 GA GALV. COLD ROLLED STEEL.
FRAMES: 3" x 3-1/4", WELDED FRAMES WITH ANGLE STOPS.,

&

FRAMES TO BE PRIME PAINTED ONLY. M.
MANUFACTURER: AMERICAN STEEL PRODUCTS, TRUSSBUILT, OR EQUAL. SWEANY
SEE SPECIFICATIONS. 7508
“u, m Q
ROOM FINISH SCHEDULE AP
_ e souoouy
WALL EXPIRATION DATE 12/31/2017
NO. NAME FLOOR BASE CEILING HEIGHT REMARKS
| NEW LINTEL L-1 N w S E ©
32 NEW 8" SOLID CMU - SAW wm"mm_.m_ﬂqmmm_.qmoxm_uc_.m FIRST FLOOR 3
CUT CORNER @ 45° ANGLE EPOXY COATING . [4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY <
AT JAMB & SILL. EPOXY COAT N EPOXY COATING A1-001 | LAUNDRY EPOXY RESIN* |ResiN+ | RESIN* | RESIN* | RESIN® | RESIN* | GB- EPOXY RESIN 76 m <
— ALL BLOCK SURFACES. \ A1-002 | TOILET ROOM EPOXY RESIN* [eanin’ | Boans | Geams | Eeonys | EEON | ©B-EPOXY RESIN 7.6" ®) T
f rronaon b S A = ©°
N — . |4" EPOXY] EPOXY EPOXY | EPOXY | EPOXY o c
o \ PROVIDE SEALANT . HOLLOW METAL 12 GA. SECURITY B1-001 | LAUNDRY EPOXYRESIN* |RESIN* | RESIN* | RESIN* | RESIN* | RESIN* | GB-EPOXYRESIN 7-6 W < ke)
2 - " — —
N EACH SIDE_ \ 5 FRAME B1-002 | TOILET ROOM EPOXY RESIN* [eanin’ | Boans | oo | Eeonys | EEON' | ©B-EPOXY RESIN . - AVU =
L /3 1/4 ~ w_wmmw_w,mqn_wm___w_omjokw LA , > 51.003 _[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . Q 2
11 SECURITY GLASS xj - - TOILET ROOM EPOXY RESIN* |RESIN- | RESIN® | RESIN® | RESIN® | RESIN* | GB - EPOXY RESIN 76 b = S
T A —EPOXY COATING —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . L
MASONRY ANCHORS | N i \\| C1-001 | LAUNDRY EPOXYRESIN* |RESIN* | RESIN* | RESIN* | RESIN* | RESIN* | GB-EPOXY RESIN 7-6 3 _MHL
AT JAMBS . :
: = 1172 — FIRE RATED SECURITY GLASS €1-002 | TOILET ROOM EPOXY RESIN* |ReaIN~ | RESIN* | RESIN | RESIN® | RESIN® | GB-EPOXY RESIN 7-6" ANn
_ > w0 - ‘ \l SEE SPECIFICATIONS 4" EPOXY| EPOXY | EPOXY | EPOXY | EPOXY > N
> ' C1-003 | TOILET ROOM EPOXY RESIN* |Ream~ | ReSN* | ReSN* | RESIN® | RESIN | GB - EPOXY RESIN 76" nl O S o
| z |
mf <+ CORRIDOR SIDE ROOM SIDE D1-001 | LAUNDRY EPOXY RESIN * |RgaiN+ | RESIN® | RESIN* | RESIN* | RESN | GB - EPOXY RESIN 76" _Alm _Plu O ANn
CORRIDOR SIDE _\\ D1-002 | TOILET ROOM EPOXY RESIN * [Reano' | EEony+ | EEOXY, | EROXY, | EROXY. | GB-EPOXY RESIN 76" i % X —
2" L1 1/4” STEEL ANGLE STOPS _ » D1-003 . 4" m_UOWA< _m_UOX<* m_UOX<* _m_UOX<* _m_UOX<* ) e (e
HOLLOW METAL SECURITY WINDOW 1 4 / SECURE WITH COUNTERSUNK 4-5/8 TOILET ROOM EPOXYRESIN* |RESIN* | RESIN RESIN* | RESIN* | RESIN GB - EPOXY RESIN 7-6 0% S > 0
FRAME 12 GA. GALV. COLD ROLLED TAMPER RESISTANT SCREWS. SECOND FLOOR E 'S) ' nN.u
STEEL W/ JAMB ANCHORS INTO MASONRY.
- 4" EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . = w =
A2-001 | LAUNDRY EPOXY RESIN* |ResIN* | RESIN* | RESIN* | RESIN* | RESIN* | ©B-EPOXYRESIN e W = m m
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . = —
30\ WINDOW JAMB & SILL DETAIL a0\ WINDOW JAMB & SILL DETAIL A2:002 | TOILET ROOM EPOXYRESIN* |ReSIN* | RESIN* | RESIN* | RESIN* | RESIN* | ©B-EPOXYRESIN 76 % m -
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY .
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY .
B2-001 LAUNDRY EPOXY RESIN * |RgSIN * | RESIN * RESIN* | RESIN* | RESIN * GB - EPOXY RESIN 7'-6 - D S
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . o
B2-002 [ TOILET ROOM EPOXY RESIN * |RgSIN * | RESIN * RESIN* | RESIN* | RESIN * GB - EPOXY RESIN 7'-6 L N -
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . o
B2-003 [ TOILET ROOM EPOXYRESIN" |RESIN* | RESIN* | RESIN* | RESIN* | RESIN * GB - EPOXY RESIN e W < o
. - —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . =
mn_um EL LINTEL mo HED C LE: C2-001 | LAUNDRY EPOXY RESIN* |ResIN* | RESIN* | RESIN* | RESIN* | RESIN * GB - EPOXY RESIN 76 - s )
- [4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . =
C2-002 | TOILET ROOM EPOXY RESIN* |ResiN< ' | RESIN® | RESIN® | RESIN® | RESIN * GB - EPOXY RESIN 7-6 Amn O &
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY .
MASONRY MIN. BEARING C2003 | TOILET ROOM EPOXY RESIN * [hieh OXY| EPOXY [ EPOXY "J'EPOXY [ EPOXY [ g _gpoxy RESIN 76 S mRu c
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . — ©
OPENING SIZE MATERIALS @ EACH END 02001 | LAUNDRY EpoxY RESI - | S,EPORY| EPOXY | EPOXY | 'EPOXY | EPOXY | G5 _cooxy ResiN . o £
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY . =
L—1 0'TO4-0" (2) L4 x 3 1/2 x 5/16 (L.L.V.) 6" D2-002 | TOILET ROOM EPOXYRESIN* |[ResIN* | RESIN* | RESIN* | RESIN* | RESIN * GB - EPOXY RESIN 7-6 a_u_\w o
- —[4"EPOXY| EPOXY | EPOXY | EPOXY | EPOXY o
D2-003 |  TOILET ROOM EPOXYRESIN* |ResSIN* | RESIN* | RESIN* | RESIN* | RESIN* | ©B-EPOXYRESIN r-6 oY Ny
(Q\
1. ALL BEAM LINTELS SHALL HAVE 16" OF SOLID MASONRY BELOW BEARING END, U.N.O. WOO—/\_ ﬂ_ Z _ m —|_ Z OI_Imm .
2. ALL ANGLE LINTELS SHALL HAVE 8" OF SOLID MASONRY BELOW BEARING END, U.N.O.. .
KRRA JOB NO. 16012
3. BOTTOM PLATES ON BEAMS SHALL BE 1/2" LESS IN WIDTH THAN THE WALL THICKNESS 1. ALL INTERIOR FINISHES SHALL COMPLY WITH O.B.C. CHAPTER 8, "INTERIOR FINISHES". DRAWN BY KRRA
AND EXTEND FOR THE FULL LENGTH OF BEAM INCLUDING THE BEARING ENDS UNLESS CHECKED BY J Sweany
NOTED OTHERWISE. 2. CONTRACTOR TO PROVIDE REPLACEMENT STOCK TO THE OWNER OF THE FOLLOWING MATERIAL:
4. BOTTOM PLATES SHALL BE WELDED TO BEAM WITH A %" FILLET WELD 3" LONG ON BOTH ONE GALLON OF EACH COLOR STAIN, PAINT, EPOXY USED SHEET NO.

SIDES AT 8" ON CENTER, STAGGER PLACEMENT OF WELDS FROM SIDE TO SIDE. 3. (*)GRIND ALL EXISTING EPOXY SURFACES SMOOTH. PATCH ALL EXISTING EPOXY RESIN WALLS,

PROVIDE NEW EPOXY RESIN WALL AND BASE FINISH AT ALL NEW CMU WALLS. >w O
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7

=
Lol

=

HO-———(Cr—=3X

T T T _

1\ PLUMBING DEMO PLAN
\A10/ “scaes 1/47 = 17-0

FIRST FLOOR: AREA C-1.
AREAS B-1 AND D-1 SIM. OPP HAND.

SECOND FLOOR: AREAS A-2 AND C-2.
AREAS B-2 AND D-2 SIM. OPP HAND.

AREA OF WORK
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AREA OF WORK

/1 PLUMBING DEMO PLAN (AREA A-10NLY)

\A10/) scae 1/47 = 17-07

%&K/

SPECIFICATIONS SHEET P1.2).

PC SHALL PROVIDE NEW WASHING MACHINE OUTLET BOX WITH HOT AND

\ [ 1 —
4" SAN(E) _ ~ \ 4" m>zh$\ = iF
$AN) N
e}iv_.v m/l UwA_ FD-1 i H_ m_\_Amv
: a3 il 2 8ANN) b
Muu MW | I I I I |
03 V=i m
Os \D\Ie = w LAV(E)
e = | [SALE _.><.mn: iy
_l|% R i Mﬁ O_HUAmv
m 2" CW(E == £ |“_._./H 7 _WCE) vﬁ_ J WC(E)
" CW(E) T 3 ; - ‘
m 1-1/2" 140° HW(E) nﬁv/ﬂdo@ - AEEmTlﬂ- - CON 108 _._<<Amv|/m- A —
0 - T Of—--—f | |
(@) |_ TOILET R
= TMV (NEW)
= THERMOSTATIC T 003
N MIXING VALVE, %_ g
3 DISCHARGE T
& WATER AT 109°F. S D
S @) ——
| F _ o ===~ | | 7 - |l _F . F
= O QY LTUB-1
3/4" CW(N) _ %e :
127 140° HW(N)  TINf IS ]
L i
_ |
) e ||| g-—11)
__unnwnnu__ FD-2 LAUNDRY
(05) | | 001
11 DRYER )
(04) peoee g [ :
/ + + + + \ ” ”
AREA OF WORK
2\ PLUMBING NEW WORK PLAN
\A10/) “scae 1/47 = 17-07 <
FIRST FLOOR: AREAS A-1 AND C-1. ¢O&l
AREAS B-1 AND D-1 SIM. OPP HAND.
SECOND FLOOR: AREAS A-2 AND C-2.
AREAS B-2 AND D-2 SIM. OPP HAND.
SLUMBING LEGEND PLUMBING NEW WORK CODED NOTES:
CODED NOTES FOR SHEET P1.0 ONLY
SYMBOL DESCRIPTION
- COLD WATER PIPING e PLUMBING CONTRACTOR SHALL TIE INTO EXISTING DOMESTIC 109°F TEMPERED
— HOT WATER LINE AND RUN IN NEW HOT WATER LINES TO RELOCATED
HOT WATER PIPING SHOWER UNITS & NEW LAVS.
SANITARY SEWER (BELOW GRADE)
T o p——" g NEW SHOWER UNIT (SH-1). (SEE PLUMBING SPECIFICATIONS SHEET P1.2).
—  ® FLOOR CLEANOUT e PLUMBING CONTRACTOR SHALL PROVIDE NEW SOCK ABSORBER BY JOSAM,
S R ———— ZURN OR APPROVED EQUAL.
] CAP ON END OF PIPE e PLUMBING CONTRACTOR SHALL EXTEND NEW 1/2” 140° HOT AND
= SHUT-OFF VALVE 1/2” COLD WATER SUPPLY THRU WALL FOR HOSE CONNECTION FOR NEW
WASHER AT WASHING MACHINE QUTLET BOX MOUNTED IBN MECH ROOM 005.
u‘a SHUT-OFF VALVE IN RISER
5 RISER DOWN (ELBOW) a PLUMBING CONTRACTOR SHALL PROVIDE NEW 2" PVC DRAIN LINE WITH
P—TRAP FOR INDIRECT CONNECTION OF NEW WASHER AT NEW WASHING
_ °© RISER UP (ELBOW) MACHINE OUTLET BOX MOUNTED IN MECH ROOM 005.
. BRANCH-TOP CONNECTION
T PLUMBING CONTRACTOR SHALL PROVIDE NEW COLD WATER SUPPLY LINE
W BRANCH-BOTTOM CONNECTION e TO NEW WASHER AND LAUNDRY TUB.
S TEE
PC SHALL PROVIDE NEW TAMPER PROOF FLOOR DRAIN AND ASSOCIATED
— FLEOW e PIPING. PROVIDE NEW FLOOR DRAINS WITH TRAP PRIMERS FOR
SHWR SHOWER NON—SHOWER FLOOR DRAINS. (SEE PLUMBING SPECIFICATIONS SHEET
e ATER CLOSET P1.2). TRENCH CONCRETE FLOOR SLAB AND PATCH FLOOR AS REQUIRED
AT 1ST FLOOR. CORE DRILL SECOND FLOOR SLAB, CUT OPEN CEILING
UR URINAL AT FIRST FLOOR BELOW PATCH CEILING. GENERAL CONTRACTOR TO
AV LAVATORY PROVIDE NEW CEILING ACCESS DOORS AT EACH SECOND FLOOR DRAIN.
SEE GENERAL NOTES ON SHEET Al.1.
PC PLUMBING CONTRACTOR
ac GENERAL CONTRACTOR a PC SHALL PROVIDE NEW WC AND ASSOCIATED PIPING. (SEE PLUMBING
NTS EOVE FNSHED FLOOR SPECIFICATIONS SHEET P1.2).
IE INVERT ELEVATION a PC SHALL PROVIDE NEW LAUNDRY TUB AND ASSOCIATED PIPING. (SEE
(3 CONNECT TO EXISTING PLUMBING SPECIFICATIONS SHEET P1.2).
® EXISTING PLUMBING FIXTURE OR PIPE LINE e PC SHALL PROVIDE NEW LAVATORY AND ASSOCIATED PIPING. (SEE
N) NEW PLUMBING FIXTURE OR PIPE LINE PLUMBING SPECIFICATIONS SHEET P1.2).
(R) RELOCATED PLUMBING FIXTURE
PC SHALL PROVIDE NEW STRAINER AT EXISTING FLOOR DRAIN TO
2 sA SHOCK ABSORBER @ REMAIN. PROVIDE NEW TAMPER RESISTANT STRAINER. (SEE PLUMBING

ARCHITECTS « ENGINEERS « PLANNERS ¢ SURVEYORS

KARL R. ROHRER ASSOCIATES INC.

COLD WATER, 2" DRAIN MOUNTED IN MECH ROOM 005 (SEE PLUMBING
SPECIFICATIONS SHEET P1.2).

PLUMBING GENERAL NOTES:
1. SEE SHEET P1.1 FOR PLUMBING GENERAL NOTES AND SPECIFICATIONS.

PLUMBING DEMO CODED NOTES:

CODED NOTES FOR SHEET P1.0 ONLY
EXISTING FLOOR DRAIN TO REMAIN

PLUMBING CONTRACTOR SHALL REMOVE ALL EXISTING WATER LINES TO EXISTING SHOWERS HEADS
AND CAP SUPPLY LINES AT WALL. SALVAGE SHOWER UNITS FOR REUSE.

WATER CLOSETS TO BE REMOVED COMPLETE & TURNED OVER TO OWNER. PATCH EXISTING WALL.

LAVATORIES TO BE REMOVED COMPLETE & TURNED OVER TO OWNER. PATCH EXISTING WALL.

URINAL TO BE REMOVED COMPLETE & TURNED OVER TO OWNER. PATCH EXISTING WALL.

PLUMBING CONTRACTOR SHALL REMOVE ALL EXISTING WATER LINES TO EXISTING SHOWERS HEADS
AND CAP SUPPLY LINES AT WALL. SHOWER TO BE REMOVED COMPLETE & TURNED OVER TO

OWNER. PATCH EXISTING FLOOR, CEILINGS AND WALLS

PLUMBING CONTRACTOR SHALL SAW CUT AND PATCH EXISTING CONCRETE FLOOR SLABS AND
TRENCH FOR INSTALLATION OF NEW FLOOR DRAINS AND DRAIN LINES AT THE FIRST FLOOR.

PLUMBING CONTRACTOR SHALL CORE DRILL CONCRETE SLAB AT SECOND FLOOR AND CUT AND
PATCH FIRST FLOOR CEILINGS AS REQUIRED FOR INSTALLATION OF NEW FLOOR DRAINS AND DRAIN

LINES AT THE SECOND FLOOR.

EXISTING FLOOR DRAIN TO BE REMOVED COMPLETE INCLUDING DRAIN LINES AND VENT LINES.

PATCH EXISTING FLOORS, CEILINGS AND WALLS AS REQUIRED.
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NOTICE

PLUMBING CODED NOTES:

CODED NOTES FOR SHEET P1.1 ONLY PLUMBING LEGEND THIS ARCHITECTURAL AND
ENGINEERING DRAWING IS
e EXISTING FLOOR DRAIN TO REMAIN. SYWBOL DESCRIPTON GIVEN IN CONFIDENCE. NO
- DOMESTIC COLD WATER PIPING MAY BE MADE WITHOUT
PLUMBING CONTRACTOR SHALL EXTEND AND TIE NEW VENT LINE INTO EXISTING VENT PIPING PRIOR WRITTEN CONSENT
e ABOVE CEILING. -- DOMESTIC HOT WATER PIPING MMWMJMWMMILMWMMSE.
) SANITARY SEWER (BELOW GRADE) SPECIFICALLY RESERVED.
e PLUMBING CONTRACTOR SHALL EXTEND EXISTING DOMESTIC 3/4” 109°F TEMPERED HOT WATER D FLOOR DRAIN
LINE FROM UTILITY CLOSET AND TIE TO NEW SHOWERS.
\@ co FLOOR CLEANOUT
_ LAVE) e m_mw,,“_,\wmwm CONTRACTOR TO RUN 1/2” PEX PIPING, TEMPERED HOT WATER LINES TO NEW U T SANTARYVENTPIPING A
| ¥ ™ REMOVE . ] CAP ONEND OF PIPE KARL R. ROHRER ASSOC
” ” / . .
I B | B 2 <_ LAV(E) NEWZ | PLUMBING CONTRACTOR SHALL PROVIDE NEW SOCK ABSORBER BY JOSAM, ZURN OR APPROVED <t SHUT-OFF VALVE INCORPORATED
_ _ REMOVE | | _ ~ | =18 | [rewove | |V HC TOILET @ EQUAL COPYRIGHT YEAR 2016
| | EX. |_\_\4v /_// | SHOWER |\, |LAV(E) 004 ’ . SHUT-OFF VALVE IN RISER
o | | > _ NEW LAY e REMOVE EXISTING SHOWERS COMPLETE AND EXTEND EXISTING 109° F. HOT WATER SUPPLY LINE _ 5 RISER DOWN (ELBOW)
L | _ ABOVE CEILING TO NEW LAUNDRY TUB.
| _ @@ﬁ /W?_ N _ | —0 RISER UP (ELBOW) DATES & REVISIONS
_ | | | FEMOVE REMOYE TOILET PLUMBING CONTRACTOR SHALL PROVIDE NEW 140° F. HOT WATER LINE ABOVE CEILING TO NEW _ BRANCH-TOP CONNECTION
_ REMOVE 1VNLV REMOVE e 4 EX. 2 003 WASHER v FOR REVIEW 04/15/16
_ | EX. 2 REME VA‘ —— | : w BRANCH-BOTTOM CONNECTION
o B 4~ N ROVl EX 2° | | ey e PLUMBING CONTRACTOR SHALL EXTEND NEW HOT AND COLD WATER SUPPLY THRU WALL FOR 1 TeE FOR PRICING 06/01/16
| _ — ~_ L_/ ﬁ_/ - NEw HOSE CONNECTION FOR NEW WASHING MACHINE OUTLET BOX. MOUNT AT 42—INCHES AFF. — R BODING o016
_ | PR /J%s@/ _ . a PLUMBING CONTRACTOR SHALL PROVIDE NEW COLD WATER SUPPLY LINE TO NEW WASHER. oH SHOWER
_ _ EX. 47 ﬂﬂzw_/__ &% 00 () e PLUMBING CONTRACTOR SHALL EXTEND NEW HOT AND COLD WATER SUPPLY THRU WALL FOR we WATER CLOSET
_ _ <P 9 EX. 3" ’ NEW LAUNDRY TUB. UR URINAL
., EX. 27
TO VENT THRU xo%\h_“ hy—ex 2 n_w\. TO VENT THRU ROOF Pt PLUMBING CONTRACTOR SHALL PROVIDE NEW 2" PVC DRAIN LINE WITH P—TRAP FOR INDIRECT LAY LAVATORY
| Y TOILET - ~_ @ CONNECTION OF NEW WASHER. INSTALL DRAIN LINE IN NEW WASHING MACHINE OUTLET BOX PC PLUMBING CONTRACTOR
| _ r~~ ~_ MOUNTED AT 42—INCHES AFF IN MECH ROOM. = ey ———
002 ~ ~
| F/ e Vs 2" @ PROVIDE NEW STRAINER AT EXISTING FLOOR DRAIN TO REMAIN. PROVIDE NEW FD—2 TAMPER AF.F. ABOVE FINISHED FLOOR
Ex. 7° \L_“ = ~_~ /N RESISTANT STRAINER. = S ERTELEVATON
EX. 2"
oo =0 RBOE N /"// (13) REMOVE EXISTING DRAN COMPLETE. s, ) CONNECT TO EXISTING
_ v [ED=1(N) g - ; »
| | | [SHOWER B _ = 2 /uxh_v_ HC TOILET (E) EXISTING PLUMBING FIXTURE OR PIPE LINE
% SECOND FLOOR _ | m 004 4 VIR (N) NEW PLUMBING FIXTURE OR PIPE LINE
m_ " | | B0 b e - 17=109F HW(E) 3/ #os_.ﬁmvy\% R) RELOCATED PLUMBING FIXTURE
7 " $—2" CW(E) ’ WX WH(E)
_ | oA ® T SA SHOCK ABSORBER
_ WC(E) |l
_ EX.C.0. ;T/ \% SECOND FLOOR A_U\c_u TO 2ND FLR. 4 1/2"—109°F HW(E)
_ 4 05 NSAE) LAVE mzhmjﬂv
N REMOVE )ﬂ__, (TYP. o_v ww ) *LAV(E) e
REMOVE EX. 2" 3/4°(6) B
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PLUMBING LEGEND

SYMBOL

DESCRIPTION

COLD WATER PIPING

HOT WATER PIPING

SANITARY SEWER (BELOW GRADE)

FLOOR DRAIN

FLOOR CLEANOUT

SANITARY VENT PIPING

CAP ON END OF PIPE

SHUT-OFF VALVE

SHUT-OFF VALVE IN RISER

O

RISER DOWN (ELBOW)

RISER UP (ELBOW)

BRANCH-TOP CONNECTION

P—|c—

BRANCH-BOTTOM CONNECTION

=

TEE

ELBOW

SHWR

SHOWER

WC

WATER CLOSET

UR

URINAL

LAV

LAVATORY

PLUMBING CONTRACTOR

GENERAL CONTRACTOR

ABOVE FINISHED FLOOR

INVERT ELEVATION

CONNECT TO EXISTING

EXISTING PLUMBING FIXTURE OR PIPE LINE

NEW PLUMBING FIXTURE OR PIPE LINE

RELOCATED PLUMBING FIXTURE

SHOCK ABSORBER

PLUMBING SPECIFICATIONS:

A.

CONNECT SEWER, VENTS AND WATER LINES AS INDICATED ON THE PLUMBING PLANS.
DETERMINE THE EXACT LOCATION OF ALL EXISTING SERVICE CONNECTIONS BEFORE STARTING
THE INSTALLATION OF ANY WORK. COORDINATE ALL WORK WITH OTHER TRADES, THE GENERAL
CONTRACTOR AND THE OWNER'S FIELD REPRESENTATIVE.

PLUMBING WORK SHALL CONFORM TO GOOD ENGINEERING PRACTICE AND BE IN ACCORDANCE

WITH THE APPLICABLE PLUMBING CODES AND OWNER'S REQUIREMENTS. PLUMBING
CONTRACTOR SHALL BE LICENSED IN THIS AREA TO PERFORM THE NEW WORK.

SANITARY SEWERS AND VENTS INSIDE OF THE BUILDING SHALL BE SERVICE WEIGHT, CAST
IRON, NO HUB WITH COMPRESSION TYPE NEOPRENE JOINTS. ABS OR PVC SCHEDULE 40
PIPING SHALL BE AS APPROVED BY THE LOCAL AUTHORITY AND OWNER IN CONCEALED

(UNDERFLOOR) LOCATIONS (UNDERFLOOR, PLUMBING CHASES, ETC.).

ALL COLD AND HOT WATER LINES SHALL BE TYPE 'L’ COPPER WITH 98—2 TIN ANTIMONY (NO
LEAD) SOLDER. NOTE: PEX PIPING IS APPROVED FOR TEMPERED HOT WATER TO SHOWERS.

INSULATE ALL NEW HOT AND COLD WATER PIPING WITH NONCOMBUSTIBLE ARMSTRONG
"ARMAFLEX” TYPE Il FOAM INSULATION WITH SEALED JOINTS OR WITH OWENS CORNING

FIBERGLASS ASJ/SSL—II HEAVY DENSITY PIPE INSULATION WITH VAPOR BARRIER AND SEALED
JOINTS.  INSULATION THICKNESS SHALL BE AS FOLLOWS:

COLD WATER BRANCH PIPING UP TO 17
HOT & COLD WATER MAIN PIPING UP TO 1-1/2"
COLD WATER MAIN PIPING 2” AND OVER

1/2” THICKNESS
1" THICKNESS
1-1/2" THICKNESS

PLUMBING CONTRACTOR SHALL INSTALL SHOCK ABSORBERS IN PIPING SYSTEM TO PREVENT
NOISE AND DAMAGE DUE TO WATER HAMMER, WHERE NECESSARY. BRANCH PIPING SHALL
HAVE ACCESSIBLE SERVICE VALVES. PROVIDE SHUT—OFF VALVES IN THE SUPPLY PIPING TO
EVERY FIXTURE.

PLUMBING CONTRACTOR SHALL PROVIDE 1 SET OF 'AS—BUILT’ DRAWINGS TO THE OWNER.

CHLORINATION OF WATER PIPING: THE DOMESTIC WATER PIPING SYSTEM SHALL BE FLUSHED
WITH CLEAN POTABLE WATER UNTIL CONTAMINATED WATER DOES NOT APPEAR AT THE OUTLET
AND SHALL BE FILLED WITH A SOLUTION CONTAINING 50 PARTS PER MILLION OF CHLORINE
AND ALLOWED TO STAND FOR A PERIOD (AS PRESCRIBED BY THE CODE) BEFORE FLUSHING.
THE SYSTEM SHALL BE FLUSHED COMPLETELY WITH

CLEAR WATER UNTIL ALL RESIDUAL CHLORINE CONTENT IS REMOVED. CHLORINATION SHALL BE
PERFORMED AFTER ALL PIPING AND FINAL CONNECTIONS AND PRESSURE TESTING HAS BEEN
COMPLETED. IF, AFTER THE PIPES HAVE BEEN CHLORINATED, THE PIPES HAVE TO BE
DISMANTLED, THE CHLORINATION PROCESS MUST BE REPEATED.

LABOR SHALL BE PERFORMED IN A WORKMANLIKE MANNER BY MECHANICS SKILLED IN THEIR
PARTICULAR TRADE. PIPE AND EQUIPMENT SHALL BE INSTALLED SQUARE AND PLUMB AND
ACCESSIBLE FOR PROPER OPERATION AND SERVICE.

CUTTING OR PATCHING NECESSARY TO PERMIT THE INSTALLATION OF ANY WORK UNDER THIS
CONTRACT SHALL BE THE RESPONSIBILITY OF THIS CONTRACTOR.

PROVIDE ANY NECESSARY EXCAVATING AND BACKFILLING FOR THE INSTALLATION OF WORK
SPECIFIED IN THIS DIVISION. AFTER THE PIPE HAS BEEN INSTALLED, TESTED AND APPROVED,
THE TRENCHES SHALL BE BACKFILLED AND WELL TAMPED TO GRADE WITH APPROVED MATERIAL.

PIPING

1. ALL PIPING SHALL BE RUN CONCEALED EXCEPT WHERE SHOWN OTHERWISE O
DRAWINGS.

2. VALVES, TRAPS, CLEANOUTS AND OTHER APPARATUS SHALL BE INSTALLED IN AN EASILY
ACCESSIBLE LOCATION.

3. SOIL WASTE, VENT, OFFSETS AND HOUSE DRAINS SHALL BE INSTALLED WITH A MINIMUM
UNIFORM GRADE OF 1/8” TO THE FOOT FOR 4" PIPE AND 1/4” TO THE FOOT FOR 3"
AND LESS.

4. HOT AND COLD WATER LINES SHALL BE AT LEAST 12" APART WHERE PIPING IS
PARALLEL.

S. ESCUTCHEON PLATES SHALL BE PROVIDED WHERE ALL PIPE PASSES THROUGH A
FINISHES.

6. CONNECTIONS FROM STEEL TO COPPER PIPING SHALL BE MADE WITH DIELECTRIC TYPE
UNIONS, EPCO OR OTHER APPROVED TYPE.

PLUMBING FIXTURES SPECIFICATION:

1. WC—1-WATER CLOSET: ACORN PENAL—WARE MODEL 1685 W—2 SERIES,
FLOOR MOUNTED, BACK OUTLET, BLOWOUT JET TOILET, 14 GA TYPE 304
STAINLESS STEEL WITH SEAMLESS WELDED CONSTRUCTION, SATIN FINISH,
ELONGATED BOWL, RIM 15" ABOVE FINISH FLOOR. PROVIDE WITH SLOAN
MODEL 152-1.6 CONCEALED WATERCLOSET FLUSHOMETER WITH NON—HOLD
OPEN PUSH BUTTON, 1.6 GPF, CHROME FINISH, 1-INCH WHEEL HANDLE
BAK—CHEK ANGLE STOP, ADJUSTABLE TAIL PIECE, AND VACUUM BREAKERS.
CONTRACTOR TO VERIFY WALL THICKNESS IN FIELD PRIOR TO ORDERING.

2. LAV=1-LAVATORY: PENAL—WARE MODEL 1652LRB STAINLESS STEEL VANDAL-
RESISTANT LAVATORY 18—INCH LAVATORY WITH RECTANGULAR BOWL BY
ACORN, BRADLEY OR EQUAL, FABRICATED FROM 14 GA TYPE 304 STAINLESS STEEL
WITH SEAMLESS WELDED CONSTRUCTION, SATIN FINISH, FOR REAR MOUNT (CHASE
APPLICATION) BACK SUPPLY. PNEUMATICALLY OPERATED, PUSHBUTTON AIR
CONTROLLED USING ATMOSPHERIC AIR. VANDAL—RESISTANT PUSHBUTTON WITH
METERING, NON—HOLD OPEN TYPE VALVE. DECK SHALL HAVE AN AIR—CIRCULATING,
SELF—DRAINING SOAP DISH.

3. SH=1-SHOWER UNIT: BRADLEY MODEL WS—1WCA INDIVIDUAL COVERALL
WALL SHOWER BY BRADLEY, ACORN OR EQUAL. TYPE 304 STAINLESS STEEL
CONSTRUCTION, SATIN FINISH, 2.0 GPM, FIXED DIRECTION ADJUSTABLE SPRAY
SHOWER HEAD, SINGLE TEMPERED HOT WATER SUPPLY THROUGH THE BACK OF
THE UNIT, TOP CAP.

4. FD—1-FLOOR DRAIN AT SHOWERS AND TOILET ROOMS, PROVIDE NEW ZURNZ415BL-VP
6" DIA. FLOOR DRAIN W/ VANDAL PROOF SECURED TOP, OR EQUAL.

5. ED=2-FLOOR DRAIN: PROVIDE ZURN OR EQUAL TAMPER PROOF FLOOR DRAIN
STRAINER FOR EXISTING FLOOR DRAIN. CONTRACTOR TO VERIFY TYPE AND
SIZE IN FIELD PRIOR TO ORDERING.

6. LTUB—1-LAUNDRY TUB: PENAL—WARE MODEL 1642—1 STAINLESS STEEL VANDAL
RESISTANT SECURITY SERVICE SINK BY ACORN OR EQUAL, FOR REAR
MOUNT (CHASE APPLICATION) BACK SUPPLY. PNEUMATICALLY OPERATED, PUSHBUTTON
AIR CONTROLLED VALVE USING ATMOSPHERIC AIR. VANDAL—RESISTANT PUSHBUTTON WITH
METERING, NON-HOLD OPEN TYPE VALVE.

7. WB=1—-WASHING MACHINE OUTLET BOX: MODEL NO. WB200HA GUY GRAY RIGHT
DRAIN GALVANIZED WASHING MACHINE OUTLET BOX OR EQUAL, WITH SINGLE LEVER
VALVE, HAMMER ARRESTERS, AND 2" THREADED DRAIN. PROVIDE WITH TAMPER RESISTANT SCREWS
FOR COVER PLATE. SURFACE MOUNT BOX ON MASONRY WALL.

8. THERMOSTATIC MIXING VALVES (TMV) TYPICAL OF 8).

LEONARD MODEL TM—26-LF MIXING VALVE WITH COLOR CODED DIAL THERMOMETER, INTEGRAL
CHECKSTOPS ON INLETS, LOCKING TEMPERATURE REGULATOR, ROUGH BRONZE FINISH
AND ASSE 1017 CERTIFIED, 3/4” INLETS & OUTLET. THERMOSTATIC WATER MIXING
VALVE TO BE DURA-TROL SOLID BIMETAL THERMOSTAT DIRECTLY LINKED TO VALVE
PORTING TO CONTROL THE INTAKE OF HOT AND COLD WATER AND COMPENSATE FOR
SUPPLY TEMPERATURE OR PRESSURE FLUCTUATIONS. DURA—-TROL IS HIGHLY
RESPONSIVE AND CANNOT BE DAMAGED BY EXTREMES IN TEMPERATURE, 1 GPM
MINIMUM FLOW CAPACITY, 7.5 GPM MAXIMUM FLOW CAPACITY, 10 PSI MAXIMUM
PRESSURE DROP, INTERNAL PARTS OF LEAD FREE, BRONZE, LEAD FREE BRASS,
AND STAINLESS STEEL, INTEGRAL WALL SUPPORT, HOT—COLD WITH DIRECTIONAL
INDICATORS, MAXIMUM OPERATING PRESSURE 125 PSI (860 KPA), ADJUSTABLE HIGH
TEMPERATURE LIMIT STOP SET FOR 109° F (42°C), LOCKING TEMPERATURE
ADJUSTMENT KNOB.
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COPPER PIPING SHALL BE SUPPORTED AT INTERVALS NOT TO EXCEED 7'—0" AND AT EACH
CHANGE IN HORIZONTALS OF VERTICAL. HANGERS SHALL SUPPORT PIPING AT PIPE WITH
INSULATION OVER TOP OR WITH METAL SLEEVE TO PROTECT INSULATION FROM BEING
CRUSHED.

1. HANGER SHIELD: HANGERS FOR PIPING SHALL BE PLACED AROUND THE OUTSIDE OF THE
INSULATION AND PROTECTIVE SHIELDS SHALL BE INSTALLED AT EVERY HANGER LOCATION.
SHIELD SHALL NOT BE LESS THAN 2/3 THE CIRCUMFERENCE OF THE INSULATION AND
WHERE SPEED CLIPS ARE USED, THE METAL SHIELD SHALL BE CONTINUOUS AROUND
THE CIRCUMFERENCE OF THE PIPE INSULATION. SHIELDS SHALL BE FABRICATED OF THE
FOLLOWING GAUGES:

NOMINAL PIPE SIZE METAL GAUGE

0" - 1-1/2" 20
M: _ u: \_m
3-1/2” AND UP 14

CLEAN OUT ALL LINES, ADJUST ALL VALVES AND CLEAN ALL PLUMBING FIXTURES AND
EQUIPMENT. ROUT OUT ALL EXISTING SANITARY SEWERS BEING TIED INTO TO INSURE THE
PROPER FLOW. PLUMBING CONTRACTOR TO FURNISH AND INSTALL CLEAR SILICONE CAULK
AROUND PERIMETER OF PLUMBING FIXTURES.

AFTER THE PLUMBING PIPING HAS BEEN INSTALLED, INSPECTED AND APPROVED, THE PIPING
SYSTEM SHALL BE FLUSHED TO REMOVE ANY FOREIGN MATTER FROM THE PIPES.

ALL PARTS OF THE PLUMBING FIXTURES AND ASSOCIATED EQUIPMENT SHALL BE MAINTAINED

BY THE CONTRACTOR THROUGHOUT THE GUARANTEE PERIOD OF ONE YEAR AFTER FINAL
ACCEPTANCE OF THE BUILDING.

NOTE: ALL PIPE INSULATION (HOT AND COLD PIPE INSULATION) SHALL CONFORM TO THE FIRE
AND SMOKE RATES BELOW:

FLAME SPREAD — 25 OR LESS
SMOKE DEVELOPED — 50 OR LESS

GENERAL REQUIREMENTS OF PLUMBING FIXTURES AND TRIM:

—_

PLUMBING CONTRACTOR SHALL FURNISH AND INSTALL ALL STOPS, TRAPS, ESCUTCHEONS,

CONNECTIONS, ETC., AS NECESSARY FOR A COMPLETE INSTALLATION.

TERMINATE ALL WATER ROUGH—INS WITH SHUT—OFF VALVES BEFORE CONNECTING

EQUIPMENT AND FIXTURES.

PURGE ALL WATER LINES BEFORE MAKING FINAL CONNECTIONS.

FLASH AND COUNTERFLASIHNG ALL OPENINGS THRU ROOFS WITH APPROVED ROOFING

MATERIALS BUILT A MINIMUM OF 10" INTO THE ROOFING IN ALL DIRECTIONS FROM THE

OUTSIDE OF THE PIPE.

S. WATER AND WASTE LINES TO BE ROUGHED INSIDE WALLS: EXTEND WATER AND WASTE
LINES OUT OF WALLS TO EQUIPMENT AND FIXTURES.

6. WHERE THE WORD "FURNISH” OR "INSTALL” APPEARS FOR THE PLUMBING CONTRACT, IT

SHALL BE INTERPRETED TO MEAN THE PLUMBING CONTRACTOR SHALL FURNISH ALL

LABOR, MATERIALS, EQUIPMENT AND SUPPLIES NECESSARY TO INSTALL AND PLACE IN

OPERATION CONDITION.

N

DEMOLITION NOTES:

1. PLUMBING CONTRACTOR SHALL REMOVE ALL EXPOSED SANITARY, VENT, WATER PIPING,
ETC., NOT REUSED FOR THE NEW SPACE LAYOUT.

2. PLUMBING CONTRACTOR SHALL REMOVE ANY AND ALL EXISTING PLUMBING FIXTURES
COMPLETE WITH WASTE, VENTS AND WATER LINES NOT REUSED FOR THE NEW SPACE
LAYOUT.

3. SEE ARCHITECTURAL DEMLI;’'DDITIONAL DETAILS AND INFORMATION.

PLUMBING DEMOLITION GENERAL NOTES:

THE PLUMBING CONTRACTOR SHALL FIELD VERIFY LOCATIONS OF ALL EXISTING PIPING,
EQUIPMENT AND FIXTURES REQUIRING DEMOLITION. THE CONTRACTOR SHALL COORDINATE ALL
DEMOLITION WORK WITH THE ARCHITECT, GENERAL CONTRACTOR, AND WITH THE OWNER.

THE PLUMBING CONTRACTOR SHALL CUT EXISTING SANITARY AND WASTE PIPING 3" BELOW
FLOOR AND PLUG WITH PERMANENT STOPPER.

THE PLUMBING CONTRACTOR SHALL REMOVE ANY FLOOR DRAINS THAT ARE NOT USED FOR NEW
SPACE LAYOUT. CUT WASTE LINE TO 3" BELOW FLOOR AND PLUG WITH PERMANENT STOPPER.

THE PLUMBING DEMOLITION WORK SHALL BE PERFORMED EXCLUSIVELY BY THE PLUMBING
CONTRACTOR UNLESS OTHERWISE INDICATED.

ALL PATCHING AND SEALING OR WALLS, FLOORS, CEILINGS, ETC... TO BE DONE BY GENERAL
CONTRACTOR.

THE PLUMBING CONTRACTOR TO MAKE ALL FINAL PLUMBING CONNECTIONS TO FIXTURES AND
EQUIPMENT.

THE PLUMBING CONTRACTOR SHALL CUT AND CAP UNUSED EXISTING WATER AND VENT LINES
AS CLOSE TO MAINS AS POSSIBLE.

THE PLUMBING CONTRACTOR SHALL REMOVE ALL UNUSED EXPOSED EXISTING WASTE, VENT, AND
WATER PIPING COMPLETE.

THE PLUMBING CONTRACTOR SHALL CAP ALL UNUSED SANITARY BRANCH LINES NEAR MAIN
WITHIN 2'-0" WHERE POSSIBLE. NO DEAD END RUNS ARE ALLOWED PER CODE.

PLUMBING GENERAL NOTES:

1. REPORT ANY DISCREPANCIES BETWEEN EQUIPMENT AND THE PLUMBING
DRAWINGS TO THE ARCHITECT FOR RESOLUTION.

2. COORDINATE THE ROUTING OF ALL PIPING WITH MECHANICAL CONTRACTOR AND
ELECTRICAL CONTRACTOR.

3. COORDINATE ALL ROUGH-IN LOCATIONS WITH ARCHITECTURAL PLANS AND
EQUIPMENT.

4. COORDINATE ALL PIPING AND EQUIPMENT WITH ALL OTHER TRADES. NO
PIPING SHALL BE INSTALLED ABOVE ELECTRICAL PANELS AND EQUIPMENT.

5. REFER TO THIS SHEET FOR PLUMBING SPECIFICATIONS.
6. REFER THIS SHEET FOR PLUMBING FIXTURE SPECIFICATION.

7. THESE DRAWINGS ARE DIAGRAMMATIC IN NATURE, THE PLUMBING CONTRACTOR
SHALL INCLUDE ALL NEEDED OFFSETS, CHANGES IN DIRECTION, ETC. NEEDED
FOR COMPLETE AND OPERATIONAL SYSTEMS.

8. PERFORM ALL WORK IN ACCORDANCE WITH THE, RULES & REGULATIONS OF
THE APPROPRIATE STATE AND LOCAL BUILDING CODES AND SUBTITLES.

9. QUESTIONS REGARDING THESE DRAWINGS SHALL BE ADDRESSED TO THE
ENGINEER PRIOR TO THE AWARDING OF THE CONTRACT. OTHERWISE THE
ENGINEER'S INTERPRETATION OF THE MEANING AND INTENT OF THE DRAWINGS
SHALL BE FINAL.

10. ALL WATER PIPING INSIDE THE BUILDING SPACE TO RUN ON WARM SIDE OF
THE BUILDING INSULATION. PLUMBING CONTRACTOR TO COORDINATE WITH
GENERAL CONTRACTOR.

11. ALL PATCHING AND SEALING OF WALLS AND FLOORS TO BE COORDINATED
WITH AND DONE BY THE GENERAL CONTRACTOR.

12. PLUMBING CONTRACTOR SHALL FIELD VERIFY ALL PLUMBING SERVICES
INCLUDING WATER, VENT, SANITARY SEWER, ETC... PRIOR TO STARTING ANY
WORK.

13. SALVAGE ALL EXISTING PLUMBING FIXTURES FOR REUSE, OWNER HAS FIRST
RIGHT OF REFUSAL FOR ALL SALVAGED MATERIALS.

KARL R. ROHRER ASSOCIATES INC.|| =
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NOTICE

1 - 7 _ MECHANICAL GENERAL NOTES: THIS ARCHITECTURAL AND
[ — 4 7 N — GIVEN IN CONFIDENGE. NG
| 0 NE EG(N) <& 11 _ _ 1. THE MECHANICAL CONTRACTOR SHALL ACCURATELY COORDINATE THE SIZES AND USE OR DISSEMINATION
5 EG(N) / | N \\@ao CFM 0~ ] N LOCATION OF ALL DUCTWORK, PIPING AND EQUIPMENT WITH THE LOCATION OF MAY BE MADE WITHOUT
_ = || 150 CFM | 0 g | S _ 1= — LIGHTING FIXTURES, STRUCTURAL MEMBERS AND WORK OF ALL OTHER TRADES TO PRIORWRITTEN CONSENT
10/6 _ 4 —— - “ W\Inlg PREVENT CONFLICT. DUCTWORK CONFLICTING WITH LIGHTING FIXTURE LOCATIONS RIGHTS ARE HEREEY
—— -1 — — H_ gl\| j_ | SHALL BE MOVED AT THIS CONTRACTORS EXPENSE. SPECIFICALLY RESERVED.
o g\|_ __ _ 2. ALL DUCTWORK DIMENSIONS NOTED ON THE PLANS REFERS TO THE CLEAR INSIDE
= — a OPENING REQUIRED.
— T | ] _ >
E R - I _ - @ 3. ALL WALL AND CEILING CUTTING, PATCHING, AND FLASHING REQUIRED TO INSTALL
N || R/ THE MECHANICAL SYSTEMS SHALL BE MADE BY THE MECHANICAL CONTRACTOR. KARL R ROHRER ASSOC.
?Q @/TX | Q)/. | | | INCORPORATED
| L | a /A ] | /\ 4. ALL EXHAUST OUTLETS FOR THE MECHANICAL EQUIPMENT SHALL BE LOCATED A COPYRIGHT YEAR 2015
X _ _ [ Tk AN R— T Lk — ! MINIMUM OF 10 FEET FROM OUTSIDE AIR INTAKES OF VENTILATION SYSTEMS.
| | | | |
/ - N7
{0 \ To__.m.ﬁ RM , @ ._JN X | @ 5. EACH DRYER VENT VERTICAL RISER SHALL BE PROVIDED WITH A MEANS FOR
|_|O__lm|_| m_/\_ 7 V_ VN O_I_M>ZOC._. DATES & REVISIONS
< 003 < .
002
IS < 6. DRYER EXHAUST DUCTS SHALL TERMINATE OUTSIDE OF THE BUILDING AND SHALL FOR REVIEW 04/15/16
36/12 (F) 6 BE EQUIPPED WITH A BACKDRAFT DAMPER, SCREENS SHALL NOT BE INSTALLED AT e orome
> > THE DUCT TERMINATION. DUCT SHALL NOT BE CONNECTED OR INSTALLED WITH oelo1ne

— <7 SHEET METAL SCREWS OR FASTENERS THAT WILL OBSTRUCT THE EXHAUST AIR R BIDDING s
(05)~ X X —— — FLOW.

ft——4 | i 1 - 7. MECHANICAL CONTRACTOR TO COORDINATE WITH DRYER SUPPLIER AND THE DRYER

INSTALLATION INSTRUCTIONS. DRYER EXHAUST DUCTS SHALL HAVE A MINIMUM
CLEARANCE OF 6 INCH TO COMBUSTIBLE MATERIALS. DRYER TRANSITION DUCTS
USED TO CONNECT THE APPLIANCE TO THE EXHAUST DUCT SYSTEM SHALL BE
LIMITED TO SINGLE LENGTHS NOT TO EXCEED 8 FEET IN LENGTH AND SHALL BE
) LISTED AND LABELED FOR THE APPLICATION. TRANSITION DUCTS SHALL NOT BE
CONCEALED WITHIN CONSTRUCTION.

L
H — aﬂa\mmﬂ_mm i ]e

N

L b

O MECHANICAL DEMO CODED NOTES: O
CODED NOTES FOR SHEET M1.0 ONLY

/j
4"D(N)

z
Z
2
SH o

J 01 EXISTING WALL MOUNTED EXHAUST GRILLE TO REMAIN AND BE REUSED.

@l\\[ 02 EXISTING WALL MOUNTED EXHAUST GRILLE TO BE DISCONNECTED, REMOVED AND RELOCATED.

AREA O_H />\O_nw—.A AREA O_H />\O_HW—A EXISTING BRANCH EXHAUST DUCT TO BE DISCONNECTED AND REMOVED BACK TO MAIN EXHAUST

EF(E)  /\ DUCT AND CAPPED AIR TIGHT.
05
/I\p MECHANICAL NEW WORK PLA 03 EXISTING SUPPLY AR DUCTWORK TO REMAIN AND BE REUSED. SIZE OF DUCTWORK IS AS SHOWN
ON DRAWING.
\AM0/ scae 1/47 = 1T=0 1\ MECHANICAL DEMO PLAN <

QMAN/ e SCALE: A\nﬁ“ = 1'=-0" ¢O&I 04 EXISTING FLOOR OPENING IN CHASE FOR RETURN AIR TO REMAIN AND BE REUSED.

b~ EXHAUST ¢O 05 MECHANICAL CONTRACTOR TO REMOVE AND REPLACE SECTIONS OF EXISTING GYP. BD. CEILING AS

e DISCHARGE REQUIRED TO INSTALL NEW DUCTWORK. SEE MECHANICAL GENERAL NOTE NO. 3.

SUCTWORK SCHEDULE O MECHANICAL NEW WORK CODED NOTES: O 06 CUT OPENING IN FLOOR SLAB AT CHASE BETWEEN THE FIRST AND SECOND FLOORS AND THRU
CODED NOTES FOR SHEET M1.0 ONLY ROOF SLAB FOR NEW EXHAUST AIR DUCT TO ROOF.

FLEXIBLE DUCT
CONNECTION

BUCT SYSTEM SMACNA SMACNA DUCT INSULATION 01 CONNECT NEW BRANCH 16/8 EXHAUST AIR DUCT TO EXHAUST DUCT MAIN AND TO RELOCATED WALL MOUNTED
PRESSURE SEAL MATERIAL EXHAUST GRILLE. VERIFY EXACT LOCATION AND POINT OF CONNECTION IN FIELD.

— — =

CLASS CLASS

_ ) 02 RELOCATED 16/8 EXHAUST GRILLE. CLEAN GRILLE AND ADJUST FOR OPTIMAL PERFORMANCE. BALANCE AIRFLOW
{ SUPPLY AR G-60 QUANTITY AS SHOWN ON DRAWING.

DUCTWORK +2" B GALVANIZED 2" DUCT WRAP
|I STEEL 03 EXISTING FLOOR OPENING FOR RETURN AIR TO REMAIN AND BE REUSED.

10-0"" MINIMUM

(|

/

EXHAUST AR 04 EXISTING WALL MOUNTED EXHAUST GRILLE. BALANCE AIRFLOW QUANTITY AS SHOWN ON DRAWING.

DUCTWORK 22 GAUGE - ALUMINUM NONE
| N (CLOTHES DRYER) 05 EXISTING WALL MOUNTED EXHAUST FAN TO REMAIN AND BE REUSED.

M.
SWEANY

06 EXTEND AND CONNECT NEW 8" DIA. BRANCH SUPPLY AIR DUCT TO EXISTING SUPPLY AIR DUCT MAIN. VERIFY EXACT
POINT OF CONNECTION IN FIELD.

RTU (E)

OUTSIDE AIR NOTE: ALL DUCTWORK SIZES ARE AIRWAY DIMENSIONS. , )
INTAKE HOOD 07 PROVIDE YOUNG'S REGULATOR MODEL #5020B ROUND VOLUME CONTROL DAMPER WITH CONCEALED 3/8” SQUARE ROD

FOR RTU (E) (LENGTH AS REQUIRED) AND MODEL #315 CONCEALED ADJUSTABLE COVER AND ALL REQUIRED HARDWARE.

JOHN M. SWEANY
LICENSE #7508
EXPIRATION DATE 12/31/2017

08 THE GENERAL CONTRACTOR TO PROVIDE DOORS WITH 1" UNDERCUT TO ALLOW FOR TRANSFER OF SUPPLY AIR.

09 NEW CEILING RECESSED SUPPLY AIR DIFFUSER, TITUS MODEL #TMS, OR EQUAL BY PRICE OR KRUEGER. 12X12 PANEL
SIZE, 8” DIA. NECK, STEEL CONSTRUCTION AND OPPOSED BLADE DAMPER. PROVIDE PLASTER MOUNTED FRAME FOR
RECESSED CEILING INSTALLATION. BALANCE AIRFLOW QUANTITY AS SHOWN ON DRAWING.

V//_ 10 EXTEND NEW 4" DIA. ALUMINUM DRYER VENT THROUGH MASONRY WALL INTO MECH. ROOM TERMINATE WITH 90 DEGREE
- ELBOW AT 6" ABOVE FINISHED FLOOR.

11 ROUTE NEW 4" DIA. ALUMINUM DRYER VENT TO CEILING ABOVE AND THRU EXTERIOR WALL TO WALL CAP. VERIFY
AN AN — — EXACT ROUTING OF VENT IN FIELD.

12 NEW WALL CAP FOR CLOTHES DRYER EXHAUST, GREENHECK MODEL #WC-4 OR EQUAL BY LOREN—-COOK OR BROAN.

Massillon, OH. 44646

PROVIDE GRAVITY OPERATED BACKDRAFT DAMPER. VERIFY EXACT MOUNTING HEIGHT IN FIELD.

(3 __/u\_\b_,m_Mu._._|__>>_|7___MOm\uD,m_ul_uZ_umF<x_h_\< ORK PLAN 13 RELOCATED WALL MOUNTED EXHAUST GRILLE. PROVIDE NEW BRANCH EXHAUST DLCT AND TIE INTO EXISTING EXHAUST zMamZ D FIR KEY PLAN g &%&,

é SCALE:  3/167 = 1-0" QMAN/ 14 NEW 12" X 12" EXHAUST AR DUCT UP IN CHASE FROM FIRST FLOOR CEILING TO ON SECOND FLOOR CEILING. ¢

O
¢ 15 NEW CEILING RECESSED EXHAUST AIR GRILLE, TITUS MODEL #50F, OR EQUAL BY PRICE OR KRUEGER, 11-3/4 X 7-3/4 F
PANEL SIZE, 10X6 NECK, #26 WHITE FINISH, ALUMINUM CONSTRUCTION AND OPPOSED BLADE DAMPER. PROVIDE
PLASTER MOUNTED FRAME FOR RECESSED CEILING INSTALLATION. BALANCE AIRFLOW QUANTITY AS SHOWN ON DRAWING.

16 NEW 12°X12" EXHAUST DUCTWORK ON ROOF. THE MECHANICAL CONTRACTOR TO PROVIDE NEW STRUCTURAL SUPPORT
SYSTEM FOR DUCTWORK ON ROOF AS MANUFACTURED BY PATE MODEL #ES—SA OR EQUAL BY THYCURB. THE AREA C-1 : AREA B-1
DUCTWORK TO BE SUPPORTED IN ACCORDANCE WITH LOCAL CODES AND IN ACCORDANCE WITH THE LATEST EDITION OF
THE "DUCT MANUAL AND SHEET METAL CONSTRUCTION FOR THE VENTILATION AND AIR CONDITIONING SYSTEMS” AS
PUBLISHED BY SMACNA. 2

BUILDINGS 1 AND 2

17 NEW PREFABRICATED DUCTWORK ROOF CURB, PATE MODEL PC—1 OR APPROVED EQUAL. CURB TO BE 12" HIGH, 1-1/2"
THICK, FULLY INSULATED AND SIZED TO ACCOMMODATE DUCTWORK AS INDICATED ON DRAWING. THE MECHANICAL AREA D-1 AREA A-1
CONTRACTOR TO FURNISH AND INSTALL AND STRUCTURAL FRAMING AND SUPPORTS AS REQUIRED FOR ROOF CURB AND
EQUIPMENT. THE CONTRACTOR TO VERIFY ALL DIMENSIONS, SIZES AND LOCATIONS PRIOR TO INSTALLATION OF :
STRUCTURAL SUPPORTS. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION. . A ;

L

MECHANICAL DEMO, FLOOR PLANS AND NOTES
INDIAN RIVER JUVENILE CORRECTIONAL FACILITY

18 NEW 12°X12" EXHAUST DUCTWORK ROUTED ABOVE CEILING OF SECOND FLOOR. VERIFY EXACT LOCATION AND ROUTING
OF DUCTWORK IN FIELD. ] 7

HONORON

19 NEW ROOF MOUNTED UTILITY SET EXHAUST FAN, GREENHECK MODEL #SFB—1-09—AF—-3—-CW-UB, 600 CFM, .75" STATIC
PRESSURE, 1/3 HP, 1120RPM, 10.3 SCONES, 120 VOLT, 1 PHASE, UPBLAST TYPE. FURNISH FAN WITH NEMA-3R
DISCONNECT SWITCH, WEATHERPROOF HOOD WITH VENT, HOUSING DRAIN CONNECTION, ACCESS DOORS, INLET AND M_ _ _
OUTLET CONNECTIONS, EXTENDED LUBE LINES, MOUNTING RAILS WITH RESTRICTED SPRING VIBRATION ISOLATORS. FAN e
TO BE CONTROLLED WITH CIRCUIT BREAKER OR WALL SWITCH. SET NEW EXHAUST FANS ON NEW EQUIPMENT RAILS BY Mw1_._|_”_ KRRA JOB NO. 16012
PATE, THYCURB, OR DAYTON ETC. SET EQUIPMENT MIN. 8" ABOVE EXISTING ROOF. \ DRAWN BY KRRA

CHECKED BY J Sweany

A %Eo
M1.0
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RESTROOM AND LAUNDRY ROOM RENOVATIONS

2775 Indian River Rd., S.W.
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NEW IN-LINE ROOF \\
MOUNTED EXHAUST FAN

() NEW WORK CODED NOTES <)

SEE HVAC DWG. M1.0. nlllﬁluu
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FIRST FLOOR: AREAS A-1 AND C
AREAS B-1 AND D-1 SIM. OPP

-1.
HAND.

SECOND FLOOR: AREAS A-2 AND C-2.
AREAS B-2 AND D-2 SIM. OPP HAND.
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CODED NOTES FOR SHEET E1.1 ONLY

REMOVE EXISTING CEILING MOUNTED FLUORESCENT LIGHT FIXTURE..

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN. (PROTECT.)
EXISTING FIRE ALARM/LIGHT STROBE TO REMAIN. (PROTECT.)

EXISTING EMERGENCY LIGHT TO REMAIN. (PROTECT.)

ARCHITECTS « ENGINEERS « PLANNERS ¢« SURVEYORS

%&@

GENERAL NOTES

CODED NOTES FOR SHEET E1.0 ONLY

ELECTRICAL CONTRACTOR TO PROVIDE NEW GFCI ELECTRICAL RECEPTACLE. CONNECT TO
EXISTING RECEPTACLE CIRCUIT.

E.C. TO PROVIDE NEW 220 V ELECTRICAL POWER FOR NEW CLOTHES DRYER. RUN 2 #10 & #10 GRD IN
3/4" C.

E.C. PROVIDE NEW GFCI 120 V ELECTRICAL DUPLEX RECEPTACLE FOR NEW WASHER. RUN 2 #12 & #12
GRD IN 3/4" C.

E.C. TO PROVIDE NEW CEILING MOUNTED SECURITY TV CAMERA. TIE INTO EXISTING SECURITY
SYSTEM.

E.C. TO PROVIDE NEW 1'X1" RECESSED MAXIMUM SECURITY RECESSED LED LIGHT FIXTURE WITH 14
GA. STEEL HOUSING, KENELL RQCA-0/0-23L35K-DCC-DV-1/9-1-WL-PF OR EQUAL, .125" LENS (FIXTURE
SIDE) .250" LENS (ROOM SIDE), WET LOCATION LISTED. PROVIDED FLANGE TYPE TO MATCH CEILING
CONSTRUCTION.

E.C. TO WIRE NEW LIGHT FIXTURES TO EXISTING LIGHTING CIRCUIT SERVING THIS AREA. (NEW
LIGHTING DOES NOT EXCEED EXISTING LOADS.)

E.C. TO WIRE NEW 120V DUPLEX RECEPTACLES TO SPARE CIRCUIT IN EXISTING PANEL SERVING THIS
AREA.

E.C. TO WIRE NEW 120V DUPLEX OUTLET FOR WASHING MACHINE TO SPARE CIRCUIT IN EXISTING
PANEL SERVING THIS AREA.

E.C. TO WIRE NEW 208V OUTLET FOR NEW ELECTRIC DRYER TO SPARE CIRCUIT IN EXISTING PANEL
SERVING THIS AREA.

EXISTING FIRE ALARM/LIGHT STROBE TO REMAIN.

E.C. TO PROVIDE NEW 1'X4' MAXIMUM SECURITY RECESSED LED LIGHT FIXTURE WITH 14 GA. STEEL
HOUSING, KENALL RMCA-4-FL/XX-0/0-90L35K-DCC-DV-1/9-1-WL OR EQUAL, .125" LENS (FIXTURE SIDE)
.250" LENS (ROOM SIDE), WET LOCATION LISTED. PROVIDED FLANGE TYPE TO MATCH CEILING
CONSTRUCTION.

NEW IN-LINE ROOF MOUNTED EXHAUST FAN , FRAC HP, 120, 1. RUN 2 #12 & #12 GRD IN 3/4" C.FROM
INTEGRAL DISC. SW. TO A SPARE 20A IP BREAKER. VERIFY CONTROL.

01

02

03

04

05

06

07

08

09

10

11

CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS AND DIMENSIONS PRIOR TO THE
FABRICATION, DELIVERY AND INSTALLATION OF ANY COMPONENT OF THE WORK. ANY AND ALL
DISCREPANCIES TO BE REPORTED TO THE ARCHITECT/ENGINEER IMMEDIATELY.

FURNISH ALL LABOR, MATERIALS, TESTING EQUIPMENT, INCIDENTALS AND TOOLS TO PERFORM
ELECTRICAL WORK SHOWN, NOTED OR SCHEDULED FOR A COMPLETE AND FINISHED
INSTALLATION. MATERIALS, PRODUCTS, AND EQUIPMENT, INCLUDING ALL COMPONENTS
THEREOF, SHALL BE NEW AND AS SUCH APPEAR ON THE UNDERWRITERS LABORATORIES LIST
OF APPROVED ITEMS AND SHALL BE SIZED IN CONFORMITY WITH REQUIREMENTS OF THE
LATEST EDITION OF THE NATIONAL ELECTRICAL CODE AND OTHER APPLICABLE CODES,

WHICHEVER ARE MORE STRINGENT.

THE WORK IS TO BE IN ACCORDANCE WITH THE LATEST EDITION OF THE
STATE, AND LOCAL CODES.

SECURE AND PAY FOR ALL REQUIRED PERMITS, FEES, ASSESSMENTS AND INSPECTION
CERTIFICATES THAT RELATE TO THE ELECTRICAL CONTRACT. FURNISH APPROVED

CERTIFICATE OF FINAL INSPECTION, AND TURN OVER TO THE OWNER AT
PROJECT.

THESE ELECTRICAL PLANS ARE DIAGRAMMATIC, NOT SHOWING EVERY ITEM IN EXACT
LOCATION OR DETAIL. MEASUREMENTS AND LOCATIONS MUST BE FIELD VERIFIED AND
COORDINATED WITH ARCHITECTURAL, PLUMBING, HVAC, STRUCTURAL AND OTHER BUILDING

DRAWINGS.

FURNISH AND INSTALL A COMPLETE WIRED GROUNDING SYSTEM FOR ELECTRICAL EQUIPMENT
AND CIRCUITS. ALL GROUNDING CONDUCTORS SHALL BE GREEN, WHERE EXPOSED IN PANEL,
OUTLETS, BOXES, ETC. ALL ENCLOSURES AND NON-CURRENT CARRYING MATERIALS TO BE

GROUNDED. CONDUIT SYSTEM TO BE ELECTRICALLY CONTINUOUS. ALL
THROUGH ENAMELED OR PAINTED SURFACES ON ENCLOSURES. WHERE

NEC AND ALL FEDERAL,

COMPLETION OF

LOCK NUTS MUST CUT
ENCLOSURES AND

NON-CURRENT CARRYING METALS ARE ISOLATED FROM THE CONDUIT SYSTEM, USE BONDING M Z U _¥| _’ E _\A m { _Hu _’ > Z 4/
JUMPERS WITH APPROVED CLAMPS. RUN A SEPARATE GROUNDING CONDUCTOR IN EACH Qﬂ%
CONDUIT, #12 MINIMUM,OR AS SHOWN ON DRAWINGS. FOR PANEL FEEDERS BOND THE NTS ¢O

GROUNDING CONDUCTOR TO THE CONDUIT, WHERE ENTERING AND LEAVING THE CONDUIT.

RECEPTACLES SHALL BE 20 AMP, 3-WIRE GROUNDING TYPE EQUAL TO HUBBELL 5362. WALL
SWITCHES SHALL BE 20 AMP SPECIFICATION GRADE, RATED AT 120 VOLT. ALL DEVICE
COVERPLATES SHALL BE PASS AND SEYMOUR STAINLESS STEEL OR EQUAL.

PROVIDE SAFETY AND DISCONNECT SWITCHES, FUSED OR NON-FUSED, AS CALLED FOR ON
DRAWINGS AND AS REQUIRED BY CODE. DISCONNECT SWITCHES THAT ARE INSTALLED AT AIR
CONDITIONING EQUIPMENT, HEAT PUMPS. ETC SHALL BE FUSED IN ACCORDANCE WITH THE

EQUIPMENT NAME PLATE REQUIREMENTS PER NEC 440-21 & 110-3B. SWITCHES SHALL BE

AREA C-1 7 AREA B-1

HEAVY DUTY, QUICK MAKE/QUICK BREAK TYPE, FUSIBLE OR NON-FUSIBLE. LOAD AND HORSE
POWER RATED AS MANUFACTURED BY SQUARE D, SIEMENS, CUTLER HAMMER,

WESTINGHOUSE, OR GENERAL ELECTRIC.

ALL ELECTRICAL WORK SHALL BE INSTALLED SO AS TO BE READILY ACCESSIBLE FOR

OPERATING, SERVICING, MAINTAINING AND REPAIRING, HANGERS SHALL

AREA A-1

OF WORK AND SHALL BE IN STRAIGHT LINES PARALLEL WITH OR AT RIGHT ANGLES TO COLUMN
LINES OR BEAMS SEPARATED BY AT LEAST 3 MINUTES WATER LINES WHEREVER THEY RUN

o0
INCLUDE ALL AREA D-
MISCELLANEOUS STEEL SUCH AS CHANNELS, RODS, ETC., NECESSARY FOR THE INSTALLATION @V

ALONGSIDE OR ACROSS SUCH LINES. ALL CONDUCTORS SHALL BE IN CONDUIT, DUCTS OR 3 ) A =2

OTHER CODE APPROVED RACEWAYS.

MATERIALS, EQUIPMENT AND INSTALLATION SHALL BE GUARANTEED FOR A PERIOD OF ONE (1)
YEAR FROM DATE OF ACCEPTANCE. DEFECTS THAT APPEAR DURING THAT PERIOD SHALL BE HORBORON
CORRECTED AT THE ELECTRICAL CONTRACTOR'S EXPENSE. IT IS THE INTENT THAT THE
FOREGOING WORK SHALL BE COMPLETE IN EVERY RESPECT AND THAT ANY MATERIAL OR m _ _
WORK SPECIFICALLY MENTIONED OR SHOWN ON THE DRAWINGS, BUT NECESSARY TO FULLY

COMPLETE THE WORK SHALL BE FURNISHED.

X

AN g___ /

WALL PLATES SHALL BE SWP SERIES SECURITY WALL PLATES BY HUBBELL OR EQUAL. 14
GAUGE ONE PIECE, COLD ROLLED STEEL COVER PLATES, WITH POLYESTER POWDER FINISH

OVER ZINC PLATED STEEL. COVER PLATES SHALL BE SECURED WITH TAMPER RESISTANT 4 m H _vl _! E _\A m /ﬂ _U _! > Z

SCREWS.

NTS N\

1133 PORTAGE TRAIL EXT.

KARL R. ROHRER ASSOCIATES INC.|[:=

Akron, Ohio 44313-8283

NOTICE

THIS ARCHITECTURAL AND
ENGINEERING DRAWING IS
GIVEN IN CONFIDENCE. NO
USE OR DISSEMINATION
MAY BE MADE WITHOUT
PRIOR WRITTEN CONSENT
OF THE ARCHITECT. ALL
RIGHTS ARE HEREBY
SPECIFICALLY RESERVED.

A

KARL R. ROHRER ASSOC.
INCORPORATED
COPYRIGHT YEAR 2016

DATES & REVISIONS

FOR REVIEW 04/15/16

FOR PRICING 06/01/16

FOR BIDDING 07/01/16

M.
SWEANY

JOHN M. SWEANY
LICENSE #7508
EXPIRATION DATE 12/31/2017

Massillon, OH. 44646

ELECTRICAL DEMO PLAN AND FLOOR PLANS
INDIAN RIVER JUVENILE CORRECTIONAL FACILITY
BUILDINGS 1 AND 2

RESTROOM AND LAUNDRY ROOM RENOVATIONS
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KRRA JOB NO. 16012
DRAWN BY KRRA
CHECKED BY J Sweany
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PH: 330-923-8461
FAX:  330-923-8459
WWW.KARLROHRER.COM
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